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1. Summary 


1.1. Introduction 


The MB8686 Series processors are high-end processors which conform to SPARC Architecture Manual 
Version 8. This Manual explains MB86860 Series Processor (MB86860/86861) specifications. 


When developing software for use by these processors reference should also be made to the following 
manuals: 


e SPARClite Instruction Set Manual 
¢ MB86860 series Programming Manual 


1.2. Features 


1.2.1. Core Part 


Conforms to SPARC V8 

Maximum 200mhz Internal operating frequency 
Uses 2-issue superscalar architecture 

16KB 4-way instruction cache 

16KB 4-way data cache (write through) 

Power Down Mode 

Bi-endian support 


1.2.2. Debug Support Function 


All types of break function (Instruction Address/external pin/software/single step) 
e Equipped with 16-column address trace buffer 
Single step operation 


1.2.3. Data Buffer Module 


4-column instruction buffer 
4-column xX 2 read buffer 
16-column write buffer 


1.2.4. Address Conversion (TLB) Function (MB86861/MB86862) 


Number of TLB entries = 16 

Supports 4KB, 1MB, 4MB, 16MB and 64MB page sizes 

Different page sizes can be set for each entry 

When there are misses in address conversions, address from the CPU are output as they are as 
physical addresses without cativating traps 


1.2.5. SDRAM Interface 


64 and 32-bit data bus widths can be selected 
Maximum 100MHz operation 
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e Auto and self-refresh supported 
e Parity functions supported 


1.2.6. SPARClite Interface 


64-bit, 32-bit-16-bit and 8-bit data buses 

Programmable Chip Select Generator Function (5-chip select) 

Wait State Control Function which generates waits for each chip select 
Burst Mode Support 

Parity Function Support 

Transparent access to SDRAM function (MB86861 only) 


1.2.7. Bus-bridge DMA 


Equipped with 2 DMA channels. | chanel simultaneous operation. 


1.2.8. Power Supply 


e Internal: 2.5V 
e I/O pins: 3.3V 


SADR 
1.3. Block Diagram Address SDRAM 
VF 


64/32 
IB (Instruction Buffer) 
4 SDQ 
SPARClite ADR 
I/F 
D 


DATA Buffer MB8686x BIU 
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Figure 1.1 MB8686x Processor Block Diagram 
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2. Pins 


2.1. Package Pin Assignments 


INDEX 


Signals (269pins) 


| WDDI( 24pins) 


VDDE( 20pins) 


HL. VSS (28pins) 


VDDP1 


VDDP2 (for BIU part PLL) 
(for CPU Core PLL) 210 


VSSP1 


WASISIEZA(Meosan JEU jeysta te, 12 IbyIL5)) 


281, 
307, 
338, 

1 2. VS; 


dtanesesat, 


285, 288, 


311, 319, 


342, 


27, 38, 39, 
63, 64, 75, 


89, 100, 
148, 
(for CPU Core PLL) 211 


102, 
171, 


169, 
294 


293 


345, 349 


whhdy 


292, 
323, 


Additional 
314,316 


333,352 
283,290 
309,321 
328,340 
347 
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2.2. Pin Overview 


Input 

Output 

Non-connected 

Internal Logic 2.5V Power Supply Pin 
3.3V Power Supply Pin for I/O 


Internal Logic and common grant pins for I/O 
Power Supply Pin for PLL inside CP Core 
Grant pin for PLL inside CPU Core 

Power Supply Pin for BIU PLL. 

Power Supply Pin for BIU PLL 


This part shows pin properties in the MB86860 and MB86861 and the parts with differing functions. 


2.2.1. MB86860 Pin Overview 
Table 2-1 MB86860 Pin Overview 


PKG Pin No. PKG Pin No. PKG Pin No. PKG Pin No. 
(IEDEC) | Pin name (Fj) | GEDEC) [| Pin name (Fj) | GEDEC) Pin name (Fj) | GEDEC) | Pin name 


VSS 
VDDI 
SDQ<45> 
VDDE 
SDQ<46> 
SDQ<47> 
SDQ<48> 
SDP1 
VDDI 
SDQ<49> 
SDQ<50> 
SDQ<51> 
SDPO 
VSS 
SDQ<52> 
VDDI 
SDQ<53> 
SDQ<54> 
VDDE 
SDQ<55> 
SDQ<56> 
VSS 
SDQ<57> 
SDQ<58> 
SDQ<59> 
SDQ<60> 
NC 
SDQ<61> 
SDQ<62> 
SDQ<63> 
ADR<2> 
ADR<3> 
ADR<4> 
ADR<5> 
ADR<6> 
VDDI 
ADR<7> 
VDDE 
ADR<8> 
ADR<9> 
ADR<10> 
VSS 
ADR<11> 
ADR<12> 
ADR<13> 


ZZEZAZZSrRSZRUVARPARP HAG TAH DODwWADIAMMAATDM we AMIAMINOPY 
Woke KeF NWR KRNHKP WN PK WNK PWN WK NK hWNHKKENSWNKE NA WNKYK HW HE 


DOD ODDDUOD ERSTE ST OSOSCMESOSCMIMNIDDIANGCUWIAAUWVANAUAWUAALH 


A 
D 
Cc 
D 
A 
B 
Cc 
D 
B 
A 
B 
Cc 
D 
B 
A 
D 
B 
Cc 
D 
A 
B 
A 
Cc 
A 
B 
Cc 
D 
A 
B 
Cc 
A 
D 
B 
Cc 
A 
D 
B 
D 
A 
Cc 
B 
A 
A 
D 
C 
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(Table 2-2 MB86860 Pins continued) 


PKG Pin No. PKG Pin No. PKG Pin No. PKG Pin No. 
(EDEC) geDEC) [Pin name (IEDEC) at, (IEDEC) 


nN 


SADR<10> 
SADR<11> 
VDDE 

SADR<12> JO 


O00<0000 
Offo < “Serer 
n 
na 


< 
iw} 
iS} 
fea] 


ADR<26> 
ADR<27> 
VDDI 

ADR<28> 
ADR<29> 


EK ee KR SK SSC EKKO KH CH CHAAR VATIZ 
oe 


SDQ<8> 
SDQ<9> 
SDQ<10> 
VDDI 
SDP7 
VSS 
SDQ<11> 
SDQ<12> 
SDQ<13> 
SDP6 
SDQ<14> 


TMAUMANONOMAOMANDAMOWATODs ADH Kr AKACAVMSCSZSEZZAZAZW 


B 
B 
Cc 
A 
A 
B 
Cc 
A 
D 
B 
A 
Cc 
B 
D 
A 
Cc 
D 
B 
A 
D 
Cc 
B 
A 
Cc 
B 
B 
A 
D 
Cc 
B 
A 
D 
Cc 
B 
A 
Cc 
D 
A 
Cc 
B 
A 
D 
C 


WRRENWNA WE NWR KE NWR KE NK We NWR KE NF WE RN WE NP KH WNK KH WN 


BOW NwDwFandaryatananavoanrnnnonrannvvw 
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2.2.2. MB86861 Pin Overview 


Table 2-3 Pin Overview (MB86861) 


PKG Pin No. PKG Pin No. PKG Pin No. PKG Pin No. 
GEDEQ) Fi) [| GeDEQ [Pin name ) | GEDEC) (Fi) | GEDEC) 


VSS 
VDDI 
SDQ<45> 
VDDE 
SDQ<46> 
SDQ<47> 
SDQ<48> 
SDP1 
VDDI 
SDQ<49> 
SDQ<50> 
SDQ<51> 
SDPO 
VSS 
SDQ<52> 
VDDI 
SDQ<53> 
SDQ<54> 
VDDE 
SDQ<55> 
SDQ<56> 
VSS 
SDQ<57> 
SDQ<58> 
SDQ<59> 
SDQ<60> 
NC 
SDQ<61> 
SDQ<62> 
SDQ<63> 
ADR<2> 
ADR<3> 
ADR<4> 
ADR<5> 
ADR<6> 
VDDI 
ADR<7> 
VDDE 
ADR<8> 
ADR<9> 
ADR<10> 
VSS 
ADR<11> 
ADR<12> 
ADR<13> 


ZZZAZESZMEZRMVAC ARH AH TAH TOW ODTA DMNA TMI wMaMIAMODS 
WORE EP NWFP ANDAR WNRKEWNKFAWNHEPWHENKFPAWNAREPNAWNENAWNRP AW PE 
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Table 2-4 Pin Overview (MB86861 continued) 


PKG Pin No. PKG Pin No. PKG Pin No. Right side 
(ej) | dee) ce) _|_GEDEC) ) 


D<52> 
D<53> 
D<54> 
D<55> 
VSS 
D<56> 
D<57> 
D<58> 
VDDE 
D<59> 
D<60> 
D<61> 
D<62> 
DPO 
D<63> 
MEXC# 
VDDI 
READY# 
RDYOUT# 
NC 
BMODE32# 
BMODE16# 
SDQ<0> 
SDQ<1> 
VSS 
SDQ<2> 
SDQ<3> 
VDDE 
SDQ<4> 
SDQ<5> 
SDQ<6> 
SDQ<7> 
SDQ<8> 
SDQ<9> 
SDQ<10> 
VDDI 
SDP7 
VSS 
SDQ<11> 
SDQ<12> 
SDQ<13> SDQ<43> 


SDP6 VDDE 
SDQ<14> SDQ<44> 


NO 


SADR<10> 
SADR<11> 
VDDE 

SADR<12>]O 


O00<0000 


a 
o 
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Cc 
B 
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B 
A 
Cc 
D 
A 
Cc 
B 
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D 
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2.3. Outer Package Dimension Drawing 
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2.4. Explanation of Pin Functions 


2.4.1. SPARClite Bus Signals 


The notations about bus grant in the explanation column in Table 2-5 all assume that the transparent access 
mode to SDRAM is enabled. 


Table 2-5 SPARClite BUS Signals 


[In Bus Grant Explanation 
In Sleep Mode 


ADR<31:2> 


Clock Input Pin. This is the clock which regulates SPARClite bus operations, and SPARClite 
bus operations and AC characteristics are regulated with this clock as the standard 

When the CPU has the Bus Right 

It ouputs an address strobe. “L” is output for 1 clock cycle period in the first bus cycle. 
Basically, the bus cycle starts with assertion of AS# and ends with assertion of READY# or 
RDYOUT# for a specified number of times. In 64-bit bus width, if for 1 assertion of AS# 
READY is input once in single transfers and 4 times in burst transfers, the bus cycle is 
completed. 

In Bus Grant 

This is address strobe input. If this signal is asserted together with SDSEL#, transparent 
access to SDRAM is deemed to have been requested, and a transparent access operation 
begins. A decision is made whether at the RDWR# level of the cycle in which this signal 
was asserted there was a read from SDRAM or a write, and accessed addresses are 
fetched externally. 

In Sleep Mode 

High-Z Status is effective. 


In Sleep Mode 
Inactive Level “H” is output. 
When the CPU has the Bus Right 
It outputs address signals. This signal is for identifying instruction addresses and data 
addresses. This pin is valid during bus cycles, and output values during idle cycles are not 
guaranteed. 
During burst transfers values change sequentially (wrap-around system). In 64-bit bus 
width burst transfers, ADR<4:3> changes in the following 4 patterns: 

(1) 00-01-1011 

(2) 01310-1100 

(3) 1011-00-01 

(4) 1100-01-10 
In 16-bit and 8-bit bus width ADR<1:0> information is output to BE4# and BE5# 
In Bus Grant 
This is the address input pin for requesting transparent access to SDRAM. It is sampled in 
AS# input cycles and is used as an address for accessing SDRAM. In single transfers 
ADR<31:3> is deemed the valid address. In burst transfers the CPU internally updates and 
uses addresses after fetching the first address. When there are 4 bursts, the address 
lower 2 bits ADR<4:3> must be 00, and for 8 bursts the lower 3 bits (ADR<5:3>) must be 
000. 


4 Burst ADR<4:3> 8 Burst ADR<5:3> 
00-01-1011 000001-010-011-100-101-110-111 


In Sleep Mode 
High-Z Status is effective. 
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O(V) | In Sleep Mode 
(861) | “H” or “L” level is output. 
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Explanation 
In Bus Grant Mode 


ASI<3:0> When the CPU has the Bus Right 
ASI output pin. Output is valid during bus cycle periods, as are addresses. 


O(Z) | In Bus Grant High-Z Status. Not used in access transparent function. 
In Sleep Mode _High-Z Status. 
D<63:0> VO When the CPU has the Bus Right 

Data bus signal. This is a bi-directional data bus used for instruction fetches, data loads and 
data stores. It must be aligned respectively to addresses which are multiples of 8 for double 
word data type, multiples of 4 for word data type and multiples of 2 for half word data type. 
When the RDWR# signal is “L” a write cycle is in effect, and this data bus is in output status. 
D<31:0> is used in 32-bit bus mode, D<15:0> in 16-bit bus mode and D<7:0> in 8-bit bus 
mode. Since unused data buses are not driven when using in 32, 16 and 8-bit bus modes, 
pull up resistance must be applied externally. 
In Bus Grant 
Data bus for external access to SDRAM. It is in output status when the RDWR# pin is “H” and 
there is a transparent access request, and it reads SDRAM data and outputs it on this bus. 
When the RDWRi# pin is “L” and there is a transparent access request, the CPU deems it a 
write to SDRAM, fetches the data on this bus to a buffer and writes it to SDRAM. Only 64-bit 
bus width is supported for transparent access to SDRAM, and 32, 16 and 8-bit bus widths 
are not supported. Valid bytes when writing to SDRAM in a 64-bit bus are specified by 
BEO#~7#. Corresponding BE# inactive (“H”) bytes are not written to SDRAM. 


O(Z) | In Sleep Mode — High-Z Status. 


DP0O-DP7 When the CPU has the Bus Right 
Data bus signals. Parity input during reads and parity output during writes. For 
correspondences with data bus bits, see the SPARClite Interface Chapter. DP4~DP7 are 
used In 32-bit bus mode, DP6~DP7 in 16-bit bus mode and DP7 in 8-bit bus mode. When 
using in 32, 16 and 8-bit bus modes, pull up resistance must be applied for unused DP 
signals. Parity functions are not supported when using SPARClite buses at 100MHz. 


VO In Bus Grant 
Parity functions are not supported when using transparent access functions. 


O(Z) | In Sleep Mode _ High-Z Status. 


RDWR# When the CPU has the Bus Right 
Read/write signal. When the current cycle is a bus cycle, “L” is output, and for read and idle 
cycles “H” is output. Output levels are maintained from start to finish of a bus cycle. 
Indicates current bus cycle status together with the RD# signal. 
RDWR# RD# 

Write Cycle “L” “H” 

Read Cycle “H” “Ll” 

Idle Cycle “H” “H” 
In Bus Grant 
Signal which specifies read/write when there is a transparent access request to SDRAM. If 
the level of this signal for a cycle in which AS# is asserted is “H” and reads from SDRAM are 
“L”, it becomes a write operation to SDRAM. 
In Sleep Mode 
High-Z Status. 
In Sleep Mode 
Outputs “H” 
When the CPU has the Bus Right 
Read signal. If the current bus cycle is a read cycle, “L” is output, and “H” is output in write 
cycle and idle cycle periods. Output levels are maintained from start to finish of a bus cycle. 
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[in Bus Grant Explanation 
In Sleep Mode 


In Bus Grant 

High-Z Status. This signal is not used for access transparent control. 
In Sleep Mode 

High-Z Status. 

In Sleep Mode 

Outputs inactive level “H”. 


BEO#-BE7# When the CPU has the Bus Right 
Byte enable signals. Outputs “L” to valid bytes in both reads and writes. In 16-bit and 8-bit 
bus modes BE4# and BE5# are output respectively to ADR<1> and ADR<0>. These signals 
are valid during bus cycles. If a read misshit occurs in a cache area CPU instructions make 
external burst transfer requests independently of whether load instructions are bytes, half 
words, words or double words, and in that case BE# are asserted to all bytes. Also, in 
cache areas, data merge processing is performed in the buffers, and thus the combinations of 
BEx# which are asserted during stores are not fixed. In non-cache areas, 1, 2, 4 and 8 BEx# 
corresponding respectively to byte, half word, word and double word data types are 
asserted. 
In Bus Grant 
Signal which specifies valid byte data when write transparent access to SDRAM is 
requested. This signal is not used during requests for reads from SDRAM, and all 64-bit (8 
byte) data is deemed valid. In writes to SDRAM, byte data which corresponds to active BEx# 
is written to SDRAM. BEx# input level is decided by the timing of the cycle in which data is 
fetched from D<63:0>, that is the rise timing of CLKIN in the cycle in which RDYOUT# is 
asserted. In burst transfer mode also it is likewise decided in the cycle in which RDYOUT# is 
output. 
In Sleep Mode 
High-Z Status. 
In Sleep Mode 
Outputs “H” level. 


CSO#-CS5# When the CPU has the Bus Right 
Chip select signals. Asserted when accessing areas set in the ARSR and AMR registers. 
When the CPU starts external access after a reset, CSO# becomes active, and normally CSO# 
is used as the EPROM and FLASH ROM chip select signal at boot time. For details, see the 
explanations of the ARSR and AMR registers. In DMAC operations, CS# signals set in the 
DMCR Register are asserted. Also, these signals are not relevant when accessing SDRAM 
areas. (When using transparent mode, internal DMAC cannot be used.) These signals are 


valid during bus cycles and are negated in idle cycles. 
In Bus Grant 
Outputs inactive level “H”. Not used in access transparent functions. 
In Sleep Mode 
Outputs “H” level. 

MEXC# When the CPU has the Bus Right 
Memory access exception pin. If “L” is input to this pin in the same cycle as READY, the CPU 
handles this as an instruction access exception or a data access exception and generates a 
trap. Operations in which this signal is asserted in timing other than the same cycle in which 
READY is input are not guaranteed (If an exception occurs when the ET bit of the PSR is “0”, 
error status results). See the explanation of MEXC# for MEXC# during burst transfers. 
In Bus Grant 
Reserved pin. 
In Sleep Mode 
Input status (High-Z) 

BREQ# Bus request signal. When this signal is asserted by an external bus master, the CPU judges 
whether a bus can be opened after the end of the current bus cycle, asserts a BGRNT# 


signal if it can be opened, and opens a bus. When operating in 64-bit bus width, 
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[In Bus Grant Explanation 
In Sleep Mode 


BGRNT# 


PBREQ# 


BMREQ# 


BMACK# 


BLEN8# 
SDSEL# 


(860) 
(861) 


(860) 
(861) 


the timing in which the CPU opens buses is as shown below: 
(1) Burst reads from cache areas: opens bus after burst transfer ends. 
(2) Cache area, but BMACK¢# is not returned for a BMREQ#: 
Opens bus upon completion of 4 single transfers. 
(3) Single read from non-cache area (BMREQ# not asserted): 
Opens bus upon completion of 1 single transfer. 
(4) Execution of atomic load/store: Opens bus upon completion of store. 
(except when an exception occurs from MEXC# in a read cycle) 
Bus grant signal. When a bus request (BREQ#) is received, this signal is asserted, and 
external devices are notified that bus open status is effective. 
Processor bus request signal. Asserted when the CPU surrenders the bus right and access 
to an external bus is required (a cache miss occurs, and external access becomes 
necessary), and requests the return of a bus to the external bus master. When it receives 
this request, the external bus master must withdraw bus requests (BREQ#) to the CPU . If 
the external bus master continues to take the bus right, the CPU holds processing 
When the CPU has the Bus Right 
Burst transfer request signal. When the CPU generates a cache miss or a transfer request 
from the DMAC occurs, this signal is set to “L” and requests a burst transfer. Burst length 
is 4 when the CPU has the bus right and makes accesses (64-bit bus width). 
In Bus Grant 
Burst transfer request signal when a bus master makes transparent access to SDRAM. The 
CPU judges the level of this signal in cycles in which AS# is asserted, and performs burst 
transfers if the level is “L”. The CPU never cancels burst requests. 
In Sleep Mode 
High-Z Status. 
In Sleep Mode 
Outputs inactive “H” level. 
When the CPU has the Bus Right 
Burst Mode acknowledge input. If “L” level is input in the same cycle as READY# during a 
burst transfer request (If “L” is output to the BMREQ# pin), burst transfer mode is effective 
(“L” can either be input in the same cycle as READY#, or “L” can be input starting in the cycle 
before that and continue until the READY# cycle). 
In Bus Grant 
Burst mode acknowledge output. If BMREQ# is input when using the transparent access 
function to SDRAM, burst mode will definitely be received. The CPU never cancels burst 
requests. 
In Sleep Mode 
High-Z Status. 
In Sleep Mode 
Outputs inactive “H” level. 
When the CPU has the Bus Right. 
Reserved pin. 
In Bus Grant 
Used together with the BMREQ# pin to specify transparent mode burst transfer length to 8 . 
When this pin is “H”, burst length is deemed to be 4. 
In Sleep Mode 
Input High-Z status. 
When the CPU has the Bus Right 
Reserve pin. 
In Bus Grant 
Must be asserted together with AS# when requesting transparent access to SDRAM. 
In Sleep Mode 
Input High-Z status. 
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[In Bus Grant Explanation 
In Sleep Mode 


O 
O 


( 
860 


Z) 
Z) 
) 
H) 
) 
) 
) 
) 


( 
(861 


( 
DTYP<1:0> ia 
READY# : 
RDYOUT# i 


ERROR# 


BMODE16# 
BMODE32# 


When the CPU has the Bus Right 

Bus lock signal. This signal asserts during execution of Atomic Load/Store instructions and 
indicates that the current transaction requires multiple transfers which cannot be split. When 
atomic instructions are executed, opens buses (asserts BGRNT#) when execution of 
instructions for bus requests (BREQ#) is completed, and thus use of this signal is not 
required when controlling bus rights in normal use configuration (BREQ#/BGRNT#). 

In Bus Grant 

Reserved pin. This pin is not used by transparent access to SDRAM functions. The LOCK# 
function is unnecessary, since except when an external bus master asserts BMREQ# the 
CPU interrupts and does not perform accesses. 

In Sleep Mode 

High-Z status. 

In Sleep Mode 

Outputs inactive “H” level. 

When the CPU has the Bus Right 

Data type signal. Shows data access types (double word, word, half word, byte). Asserts 
respectively 11: double word, 10: word, 01: half word, 00: byte.However, during burst 
transfers and cache area writes, it asserts 11 regardless of the access type. 

In Bus Grant 

High-Z status. This pin is not used by transparent access functions to SDRAM. 

In Sleep Mode 

High-Z status. 

In Sleep Mode 

Outputs “H” level. 

When the CPU has the Bus Right 

READY input pin. “L” should be output to this pin when data has been provided to a data bus 
in read cycles and in write cycles when writes are made. In single transfers, the CPU 
opens the next bus cycle when it receives READY#=“L”. In burst transfers, a prescribed 
number of READYs must be input for each address strobe assertion 

In Bus Grant Not used. “H” should be input. 

In Sleep Mode Input High-Z. “H” should be input. 

When the CPU has the Bus Right 

Internally generated READY output signal. Outputs READY signals generated by the built-in 
wait state generator. 

In Bus Grant 

In reads from SDRAM, outputs “L” at the point in time when data has been provided to a data 
bus. When writing to SDRAM, outputs “L” at the point in time when data is fetched to the 
buffers in the CPU. 

In Sleep Mode Outputs inactive level “H’. 

Error signal. This signal indicates that a trap has occurred in trap disable (a double 
exception has occurred), and the CPU has stopped in error status. Error status can only be 
released by a reset. 

Boot mode bus width set signals. Specifies CSO# area (during boot) SPARClite bus width. 
The configuration is (BMODE16#, BMODE32#)=(0,0): 8-bit, (0,1): 16-bit, (1,0): 32-bit, (1,1): 64- 
bit. These signals are sampled during resets. 
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2.4.2. SDRAM-IF Signals 


Table 2-6 SDRAM a 


Explanation 
In Normal Mode 
SCLK 
CKE 


In Normal Operation 

SDRAM clock output signal. Should be linked to SDRAM clock input. When the load is 4 pins 
or more it should be buffered by the Zero Propagation Delay Buffer which has built-in PLL. 

In Sleep Mode 

Outputs “L’”. 

In Normal Operation 

SDRAM CKE signal. Should be buffered by register devices when the load exceeds 4 
devices. 

In Sleep Mode Outputs “H’. 

In Normal Operation 

SDRAM RAS signal. Should be buffered by register devices when the load exceeds 4 
devices. 

In Sleep Mode Outputs inactive “H”. 

In Normal Operation 

SDRAM CAS signal. Should be buffered by register devices when the load exceeds 4 
devices. 

In Sleep Mode Outputs inactive “H”. 

In Normal Operation 

SDRAM WE signal. Should be buffered by register devices when the load exceeds 4 
devices. 

In Sleep Mode Outputs inactive “H”. 


SRAS# 


SCAS# 
SWE# 


In Normal Operation 

SDRAM bank select signal. Should be buffered by register devices when the load exceeds 
4 devices. 

In Sleep Mode __ Fixed to “H’ or “L’. 

SDRAM address signal. Row and column addresses are multiplexed and output. Should be 
buffered by register devices when the load exceeds 4 devices. 

In Sleep Mode __ Fixed to “H” or “L’. 

In Normal Operation 

SDRAM data bus and bi-directional signal. 

In Sleep Mode 

Outputs “H” or “L” level. 

In Normal Operation 

SDRAM parity and bi-directional signal. SDPO,....,7 correspond respectively to each 
SDQ<63:56>.....,SDQ<7:0> byte data. 

In Sleep Mode 

Outputs “H” or “L” level. 

In Normal Operation 

SDRAM input mask/output enable signal. 

In Sleep Mode Outputs “H’. 


SBA<1:0> 
SADR<12:0> 


SDQ<63:0> 
SDP0~7 


SDQM0~7 


SCSO#~3# In Normal Operation 
SDRAM chip select signals. Should be buffered by register devices when the load exceeds 
4 devices. 
In Sleep Mode Outputs inactive “H”. 
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2.4.3. Interrupt Signals 


Table 2-7 Interrupt Signals 


|PinName | VO Explanation 


IRL<3:0> Interrupt input pins. This is a signal for inputting encoded interrupt levels. These pins are 
grouped asynchronous input signals, and are first communicated to the IU (Integer Unit) 
when the same level is detected twice at external clock rise. IRL=0000,) indicates a 
status of no interrupts, and IRL=1111(. is designated as non-maskable interrupts by the 
SPARC architecture. IRLs decide priorities in external circuits and must be stored until 
confirmed by the CPU. 


2.4.4. DMAC, DSU and Sleep Mode-related Signals 


Table 2-8 DMAC, DSU and Sleep Mode 


|PinName | vo | Explanation 

fee, | phe | End-of-process signal. When a DMA transfer ends, indicates that “L” is output, and the 
transfer has ended. Internal DMAC cannot be used when transparent mode is used. 

PDOWN# Sleep mode output pin. Indicates by outputting “L” level that a move to Sleep mode (low 
power consumption mode) has been completed. When “L” is input to this pin, SPARClite 
buses are also in open status. 

WKUP# Sleep Mode cancel/release pin. When “L” is input to this pin, CPU Sleep Mode is 
canceled, and operation starts. This pin is asynchronous input, and “L” width of at least 
2 clock periods in CLKIN is required. ”L” should be input to this pin only when PDOWN# is 
ae 

eee Internal clock stop signal. If “L” is input in Sleep Mode, Stop Mode becomes effective, PLL 
stops, and all internal clocks stop. 

Ln ie Break enable pin. “L” should be input when debug functions are used. This signal is 
sampled during reset periods. To enable the built in CPU Debug Support Function, setup 
time and hold time of at least 2 clock periods in CLKIN for the rise of RESET# are required. 

DBREAK# Debug Break pin. Inputting “L” to this pin during Debug Mode causes a trap. This pin is 
asynchronous input, and “L” width of at least 2 clock periods in CLKIN is required. When 
it is desired to jump to a break processing routine right after a reset, setup time and hold 
time of at least 2 clock periods in CLKIN for the rise of RESET# are required. 


BRKGO Break Go pin. When this signal is “H’, it indicates that a break processing routine for 
debugging is running. 


2.4.5. Other Signals 


Table 2-9 Others 


| PinName | 0 Explanation 
RESET# | |__| Reset input. CPU is placed in initial status by inputting “L” to this pin. 


CLKSELO These pins set input clock frequency multiplier modes. Operating clocks can be set to 1, 
CLKSEL1 2, 3 and 4 times the input clock. (CLKSEL1, CLKSELO)=(0,0): X 1 mode, (0,1): X 2 mode, 
(*1) (1,0): X 3 mode and (1,1): X 4 mode. 


(*1) Settings which can use CLOSELO and CLKSEL1 differ by type. 


Table 2-10 CLKSELO,1 and Corresponding Clock Multiplier Numbers 


CLKSELO CLKSEL1 MB86860 MB86861 MB86862 


| 0 | Use prohibited Use prohibited 
Use prohibited 
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2.4.6. Test Signals 


Table 2-11 Test Signals 


vO Explanation 


Pin float input. By fixing this pin to “L”, all output pins and bi-directional pins except SDRAM-IF 
are set to High-Z status. 

PLL bypass enable input. When this signal is “L’, PLL bypass mode is effective. Should 
normally be fixed to “H” for use as a test pin. 


PLL bypass clock. When BEN# is “L” and bypass mode is set, clocks to the CPU core are 
provided from this pin. 


PLLCLK enable pin. If “L” is input to this pin, it outputs a PLL clock to the PLLCLK pin. Should 
normally be fixed to “H” for use as a test pin. 


Reserve output. Should be fixed to “H”. 


TEST1 
TEST2 


Reserve input. Should be fixed to “H” 
TRST# i i 


Reserve input. Should be fixed to “H’”. 


O :Indicates output status 
O(Z) : Output pin (High-Z) 
O(H) :“H” output 

O(L) :“L” output 

| :Input status and High-Z 
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3. Registers 


MB8686 processor register settings can be classified into the following 3 types: 


e §61|U r-register 
32-bit register which can be used for general purposes 


e |U Status/Control Register 
Used for IU status display and control 


e Memory-Mapped Registers 
Used for processor or system control/status display 


e =U r-register 

32-bit general purpose register. 

The SPARC architecture in the MB8686 processor provides for 8 groups of specified register windows, 
for a total of (8+16*8)=136 general purpose registers which are implemented (for details about register 
windows, see the MB86860 SeriesProgramming Manual 1, Programming Models). 


Table 3-1 IU r-registers 


Symbol 
Global Register r[0]-r[7] (g[0]-g[7] 


- -g[7]) 
r{8]-r[15] (0[0]-o[7)) 
r{16]-r[23] (I[0]-o17]) 
r{24]-r[31] (i[0}-i{7}) 


3.1. IU Status / Control Registers 


This register is used for processor status display and control. In the MB8686 processor, the ASR30 (DIAG 
Register) and the ASR31 (Instruction Cache Control Register) are implemented as Ancillary State registers. 


Table 3-2 IU Control / Status Registers 


ASR30(DIAG) 
( 


Ancillary State Register 31 ASR31 
(Instruction Cache Control Register) 


ICCR) 


MB86860 Series Hardware Manual FUJITSU 
3.2. Memory Mapped Registers 


These are registers located in memory address spaces. They are used for processor and system status 
display and control. The registers shown below can be accessed by the Load from Alternate Space (LDA) 
instruction and the Store into Alternate Space (STA) instruction. 

However, the registers shown below should be accessed as word data. By accessing them as word data, 
assignment to the same addresses is guaranteed without regard to Big-endian Mode or Little-endian Mode. 

(Use of LDAand STA instructions) 


Table 3-3  Memory-mapped Registers 


Register Name Symbol 


| 0x01 | OxO00OFF18 | Debug ControlRegister [DOR SU 


0x01 Ox0000FF40 
il foci rere CC 
Ox0000FF7C 


3-2 


MB86860 Series Hardware Manual FUJITSU 


ASI 


x04 
0x04 
0x04 
0x04 
0x04 
0x04 
| 0x04 | Ox80000FFO | IDRegister OR CORE 


0x00000000 
| ICache Tag Diagnostics set 0 ICTAGO ICache 
Ox00000FEO 
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inl 
ie 


bia 
la 


0x00001000 


0x00001FEO 
0x00001000 


0x00001FEO 
0x00001000 


0x00001FEO 
0x00001000 


0x00001FF8 


314 
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Ox0d 0x000 


0x000' 
Ox0d 0x000 
0x000' 
Ox0d 0x000 
0x000' 


Oxic 0x000 
0x00000FEO 

Oxic 0x000 
0x00001FEO 


Oxic 0x000 
0x00001FEO 


Oxic 0x000 
0x00000FEO 
Ox1d 0x000 
0x00001FF8 
Ox1d 0x000 
0x00002FF8 
Ox1d 0x000 
0x00003FF8 
Ox1d 0x000 
ux00004FF8 


02000 


O2FF8 
03000 


O3FF8 
04000 


04FF8 


00000 


01000 


01000 


00000 


01000 


02000 


03000 


04000 


ICache Data Diagnostics set 1 
DCache Tag Diagnostics set 0 
DCache Data Diagnostics set 0 


Shaded parts indicate items with which the MB8686 is not actually equipped. 


[Class] 
CORE 
SPB 
DBU 
SDRAM 
DMAC 
DSU 
ICache 
DCache 


:MB8686x Core 
:SPARClite-Bus 1/F 
:Data Buffer Unit 
:SDRAM I/F 

:DMA Controller 
:Debug Support Unit 
‘Instruction Cache 
:Data Cache 
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4. Processor Core 

4.1. Summary 
The MB8686 Processor Core (called the MB8686x Core below) is a High-end embedded SPARC processor 
Core developed for installation on the basis of the HyperSPARC (RT6xx). The MB6868 Core is configured 
from the 
following function blocks: 


IU (Integer Unit) 

The MB8686 IU uses 2-issue Superscalar Architecture. It simultaneously fetches two 32-bit 
instructions using a 64-bit bus, and simultaneously executes 2 instructions in 2 ALUs (simultaneously 
executable instructions are partially restricted). 


Caches 
Instruction Cache — _16Kbyte/4-way set-associative 
Data Cache —  16Kbyte/4-way set-associative (write through system) 


IMB (Intra Module Bus) Interface 

This module controls internal buses which connect external modules with the core part. An IMB bus is 
composed of a 32-bit address bus, a 64-bit data bus and control signals, and the data bus supports Bi- 
endian. 


DSU (Debug Support Unit) 
Module for support of debugging. Offers asynchronous debug traps by external inputs, internal 
hardware breaks and software and other functions. 


MB86860 Series Hardware Manual 


IADDRY[32] 


IPATH 
instruction fetch, decode, 
and the scheduler units 


16KB 4 way 
| CACHE 


PR_IMD[64] 


[rrr nr ne nnn n nn nn nn nn nn nnn nn nn nn nnn nn nn nn nn nnn nn nn nn nn nn nnn nn nn nn nnn nn nn nn nn nnn nn nnn nnn eee 


CDATAI[64] 


IU 
dual issue 
super scalar 


16KB 4 way 
D_CACHE 


IMA[32] 


64 IMD[64] 


MB8686x CORE 


DADDR{32] 
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4.2. IU (Integer Unit) 


4.2.1. Summary 


Here a block diagram of the IU in the MB8686x Core is shown. The MB8686x processor Core uses super- 
scalar architecture, and it can both fetch 2 instructions at a time and issue 2 instructions at a time. 


Figure 4-2 MB8686x Core IU Block Diagram 


Load-store 
adder 


PCU 


LSU 


Load-sore 
alignment 
shifters 


Contol Contol DATA to BIU Addr to BIU 
to ISCHED from ISCHED 


4.2.2. Register Overview 


Table 4-1 IU r-registers Figure 


ASI Address Register Name Symbol 
b31b24_ | b23. -b16 | b15 —_b8 
| — | Global Register 00000000 | 00000000 | o0000000 | 00000000 


ectee al 

a aa 
| = | = | Outregister | BJ rf15] | xx | OEGORKKK_| HKG | 100000KKX 
| = | = | bocalregister | 116) - 123] | xxxx x | ORG KXX_| 99000 | 1000OKKXX 
| = | = inregister | 124) 181] x _| EGO _| HK. | 100000KXX | 


Table 4-2 IU Control/Status Registers 


ASI Address Register Name Symbol 
b31 624 | b23 bi6 | b15  b8[b7 _ b0 | 


Processor Status Register 00011111 
Window Invalid Mask Register 


Y Register XXXXXXXX XXXXXXXX XXXXXXXX_ | XXXXXXXX 


Ancillary State Register 30 ASR30 10000000 | 00000000 | 01010001 | 00000000 
(DIAG) 


| - | - | Trap Base Register 
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Ls Wt 4 Ancillary State Register 31 ASR31 00000000 00000000 | 00000000 | 00000000 
(ICCR) 
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4.2.3. Register Details 
4.2.3.1. IU r-register 


31 0 


aaa 


Figure 4-3 IU r-register 
The IU Register is a 32-bit general purpose register. 


4.2.3.2. Program Counter (PC) 


The PC indicates the instruction addresses fetched in the IU (Integer Unit). The PC fetches the contents of 
nPC at the end of each instruction. The PC cannot be directly accessed. However, in the following cases 
the PC contents are saved to general purpose registers: 


e Execution of a CALL instruction 
When a CALL instruction is executed, PC contents (CALL instruction address) are written to 
out[7](r[15]) 

e Occurrence of Traps / Interrupts 
If traps or interrupts occur, PC (Program Counter) contents and nPC (Next Program Counter) contents 
are written to local[1](@[17]) and local[2](r[18]) of a new window after the current window pointer is 
decremented. 


Figure 4-4 Program Count 


4.2.3.3. next Program Counter (nPC) 
nPC indicates the next instruction address to be fetched. Contents of nPC are updated as follows at the end 
of each instruction : 


e When control does not move 
Incremented value of PC contents + 4. 
e PC relative control move 
Value which adds the contents of instruction immediate data fields (offsets) to PC contents. 
¢ Control move by JMPL instruction or RETT instruction 
Values specified by operands 
¢ Control move by Ticc instruction or trap / interrupt 
Contents of register TBR becomes nPC value. Register TBR consists of TBA (Trap Base address) field, 
tt(Trap Type) field and Null field. 


31 2.1 0 


nPC | 00 


Figure 4-5 next Program Count 
4-5 


iinet: _-PUNTSU 


Symbol :nPC 
Reset State 0x4. 


4.2.3.4. Processor State Register (PSR) 
Register PS displays basic processor control and status. Register PS can be accessed by instruction RDPS 
(privileged instruction) and instruction WRPS (privileged instruction). In order to support the Little-endian 
function, the PSR.DE field has been added to the MB8686 processor. 


cue 28 27 24 23 20 19 16 15 14 11 
Ping [ve [ee Roe TR Tec Ter | Pa [s [Ps Ter owP) 
Symbol :PS 


Reset State 


Field Name 


31-28 impl -Ilmplementation 
Indicates implementation number 
Fixed to “0001. 
27-24 ver - Version 
Indicates Version number 
Fixed to “1111. 


23-20 icc - Integer Condition Code 

Integer Condition Code 
Changes in accordance with results of arithmetic operation instructions (cc 
attached operation instructions) and logic operation instructions which 
change integer condition codes. 
Bicc and Ticc instructions change control in accordance with the status of 
this icc. 

bit23:n(negative) 

bit22:z(zero) 

bit21:v(overflow) 

bit20:c(carry) 


| 19-16 | Reserved | ROP 


15 DE RW - Default Endian 
Sets endian in data access. 
0:Big Endian 
1:Little Endian 
Reset state:0 


[14 | Reserved | Ri - Reserved 


- Enable Coprocessor 
Coprocessor functions are not supported by the MB8686 processor. 
This bit is fixed to “0”. 
- Enable Floating-Point Unit 
The MB8686 processor is not equipped with a floating point operation unit. 
This bit is fixed to “0”. 
- Processor Interrupt Level 
Sets the interrupt level received by the processor. The processor receives 
only interrupts having level 15 or levels which are greater than the values in 
PIL fields. 
bitt11 - MS 
bit8 - LS 
7 Ss RW - Supervisor 
0:User mode 
1:Supervisor mode 
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- Previous Supervisor 


Preserves the value of the PSR.S bit when traps occur. PS bit is written 


back to S bit by a return from a trap (RETT instruction) 
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[bit ceuiteite -Riwi | Description 


- Enable Traps 

Interrupt traps are enabled by writing “1” to this bit. 
0: Interrupts prohibited (interrupt traps ignored) 

1: Interrupts enabled 


A. 


31 


- Current Window Pointer 

Pointer which indicates current active register window. The range which can 
be set in the MB8686x processors is bit0-7. Writes to bits other than 

these are ignored. 


Figure 4-6 Processor Status Register 


2.3.5. Window Invalid Mask Register (WIM) 


Register WIM is the register which specifies trap generation when the current window is updated. It is 
used for the prevention of underflows and overflows. Register WIM can be accessed by instruction 
RDWIM (privileged instruction) and instruction WRWIM (privileged instruction). This register contains 8 
window mask bits which correspond respectively to its 8 windows. 


If the window mask bits (W7~W0O) which correspond to the windows indicated by CWP fields after 
execution are “l”when the contents of the CWP field of Register PS are decremented by the SAVE 
instruction, a window overflow trap occurs. A window underflow trap occurs if the window mask bits 
(W7~W0) which correspond to the windows indicated by CWP fields after execution are “1” when the 
contents of the CWP field of Register PS are incremented by the RESTORE instruction. 


8 7 6 5 4 3 2 1 0 
pe | | wd | ow | wd | we | wt | wo | 


Symbol :WIM 
Reset State :undefined 


[bit ‘| Field Name 


4 


31 


Description 


by the SAVE, RESTORE or RERR instructions, window overflow or window 
underflow traps occur. 


| RW | D 
-8 Reserved 
w0-w7 - Window Invalid Mask 
Each bit of w0-w7 corresponds respectively to the register window in which 
itis mounted. If the WIM bits corresponding to PSR.CWP which is changed 


Figure 4-7 Window Invalid Mask Register 


.2.3.6. Trap Base Register 


This register is for setting and generation of service routine start addresses which correspond to traps and 
interrupts. When traps and interrupts occur, the processor starts service program execution from an 
address indicated by this register. Register TBR can be accessed by the RDTBR instruction (privileged 
instruction) and the WRTBR instruction (privileged instruction). However, the only fields which can be 
written are TBA fields. 


12 11 4 3 0 
4.8 
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Symbol :WIM 
Reset State :undefined 
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Table 4-1 


bit Field Name 


31-12 TBA RW - Trap Base Address 
Sets the upper order 20b of the trap table base address. 


11-4 tt RW - trap type 
When traps occur, offset values are set to the trap tables corresponding to 
the traps. 


3-0 | zeros  ——S'||~—SsSYs This field is fixed to “0000. 


Figure 4-8 Trap Base Register 


4.2.3.7. Y-register (Y) 


The Y-register is used by Integer Multiply instructions and Integer Divide instructions. When Integer 
Multiply instructions (UMUL, UMULcc, SUML, SMULcc) are executed, the upper order 32b of the product 
of 64b generated by a 32b 32-bit operation is stored in the Y-register, and the lower order 32-bit is stored in 
a destination register. When Integer Divide instructions (UDIV, UDIVcc, SDIV, SDIVcc) are executed, the 
upper order 32bit of the dividend is stored in the Y-register and used in the 64bit + 32bit operation. Reads 
and writes can be done with this register using the RDY and WRY instructions. 


31 0 
Y 

Symbol ‘Y 

Reset State :undefined 


bit Field Name 


31-0 Y RW - 32-bit Register 
Used by Integer Multiply instructions and Integer Divide instructions to 
generate 64b results. 


Figure 4-9 Y Register 
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4.2.3.8. DIAG register (ASR30) 


31 30 29 28 27 26 16 15 8 7 10 
SIFD | SDFD 01010001 
Symbol :DIAG or ASR30 


Reset State :0x80005 100 


- ICACHE Disable 
0: ICache enable 
1: ICache disable 
Reset state: 0 

- DCache Disable 
0: DCache enable 
1: DCache disable 


Reset state: 0 


Peewee ee 
Reset pial 0 

pr teeta 
Reset state: 0 


26-16 
eee eee Fixed to “01010001. 
LR 


- ————— test mode enable 
Reset state: 0 


Figure 4-10 DIAG Register 


[Note] Bits FPT, SIFD, SDFD and ATE are only used internally. These bits should not be changed in normal 
operation. 


4.2.3.9. Instruction Cache Control Register (ICCR) (ASR31) 


This register is used for ICache and DCache control. The followig conditions must be met to turn 
ICache/DCache on: 


ICache ON: ICCR.CE == | and DIAG.ICD == 
DCache ON: ICCR.CE == | and DIAG.DCD = 0 


31 2 1 0 
Symbol :ICCR or ASR31 


Reset State :0x00000000 


Field Name RW 


- ICACHE Flush Traps Disable 


eo — 


i 
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- CACHE Enable for both ICache and DCache 
Enables ICache and DCache 


0: ICache/DCache disable 
1: 1Cache/DCache enable 
Reset state: 0 


Figure 4-11 Instruction Cache Control Register 
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4.3. Caches 
4.3.1. Summary 


MB8686 processors are equipped with instruction and data caches which are each 16Kbyte (4-way set 
associative), and the data caches use one-way type write through. 


4.3.2. Cache Memory Assignments 


Table 4-3 Cache ASI Assignments 


ASI | Address Register Name Symbol Reset Value 
0x0c 0x00000000 
ICache Tag Diagnostics Set 0 ICTAGO 
Ox00000FEO 
0x0c 0x00000000 
ICache Tag Diagnostics Set 1 ICTAG1 
0x00000FEO 
0x0c 0x00000000 
ICache Tag Diagnostics Set 2 ICTAG2 
Ox00000FEO 
0x0c 0x00000000 
ICache Tag Diagnostics Set 3 ICTAG3 
Ox00000FEO 


Ox0d 0x00000000 
ICache Data Diagnostics Set 0 ICDATAO 


Ox00000FF8 


Ox0d 0x00000000 
ICache Data Diagnostics Set 1 ICDATA1 
Ox00000FF8 
Ox0d 0x00000000 
ICache Data Diagnostics Set 2 ICDATA2 
Ox00000FF8 
Ox0d 0x00000000 
ICache Data Diagnostics Set 3 ICDATA3 
Ox00000FF8 
0x10 
| ICache/DCache Line Flush 
0x14 
0x18 
| ICache Line Flush 
Oxtb 
Oxic 0x00000000 
DCache Tag Diagnostics Set 0 
Ox00000FEO 
Oxic 0x00000000 
DCache Tag Diagnostics Set 1 
Ox00000FEO 
Oxic 0x00000000 
DCache Tag Diagnostics Set 2 DTAG2 
0x00000FEO 
Oxic 0x00000000 
DCache Tag Diagnostics Set 3 DTAG3 
Ox00000FEO 


Oxid | 0x00000000 
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| DCache Data Diagnostics Set 0 DDATAO 
Ox00000FF8 


0x00000000 
| DCache Data Diagnostics Set 1 DDATA1 
Ox00000FF8 


i cere 
DCache Data Diagnostics Set 2 DDATA2 
abanbees 
ks eae 
DCache Data Diagnostics Set 3 DDATA3 
scenes 
Flush Entire |Cache/DCache 


4.3.3. Tag/Data Format 
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4.3.4. Operating Functions 

4.3.4.1. Cache Control 
ASR30(DIAG) and ASR31(DIAG) registers (see 4.2.3.8 and 4.2.3.9) are used to control cache operations. 
The settings shown below are required to enable cache functions. It is also necessary to set DBU (Data 


Buffer Unit) fuctions for valid use of cache functions (see 6. DBU). 


Table 4-4 ICache/DCache Enable Conditions 


ICache Enable ASR31.CE=1 & ASR30.ICD=0 


DCache Enable ASR31.CE=1 & ASR380.DCD=0 


4.3.4.2. Cache Flushes 
Cache flush methods are as shown below: 


(1) For entire flushes of ICache and DCache: 
Write access ASI=0x31. Write address can be any value. 

(2) Entire ICache Flush 
For entire [Cache flushes, line-by-line writes must be made to tags. Use [Cache Tag Diagnostics 
(ASI=0x0c) and write “0” to the S, VO, V1, V2, V3, Wu and Ws bits of all the tags of each set (0,1,2,3). 
Specify which lines to flush by address. The number of Tag lines is 128, and besides the tags it is 
necessary to clear Load Buffer-0 and Load Buffer-1. Instruction cache tags do not have Wu and Ws bits. 

(3) Entire DCache' Flush 
For entire DCache' flushes, line-by-line writes must be made to tags. Use DCache Tag Diagnostics 
(ASI=0x0d) and write “0” to the S, VO, V1, V2, V3, Wu and Ws bits of all the tags of each set (0,1,2,3). 
Specify which lines to flush by address. The number of Tag lines is 12, and besides the tags it is 
necessary to clear Store Buffer and Load Buffer-O0 and Load Buffer-1. 

(4) ICache and DCache Lines Cleared where Access Address and Tags Match 
There is a function that compares addresses held by ICache and DCache tags and access addresses and 
clears them if they match. When ASI=0x10 is accessed and A<19:5> of the access address matches, 
matching lines of I$ are cleared. This does not depend on the bank. Any of ASI=0x11, 0x12, 0x13 and 
Ox 14 have the same function. 

(5) ICache Lines Cleared where Access Address and Tags Match 
There is a function that compares addresses held by ICache tags and access addresses and clears them if 
they match. When ASI=0x18 is accessed and A<19:5> of the access address matches, matching lines of 
ICache are cleared. This does not depend on the bank. Any of ASI=0x19, Oxla, Oxla and 0x1b have the 
same function. 

(6) There is no function which implements the same thing as (5) for DCache. 

(7) Flush Instruction 
The Flush instruction is for clearing |valid bit (corresponding to a double word) of ICache, and the 
address to be cleared is specified by operand rs1+rs2 or rs1+simm13 in the instruction. 


[Note] Clears in (1)~(3) must be executed during Cache OFF. (4), (5) and (7) are valid during Cache 
ON. 


' Translator’s Note: The Japanese text reads “ICache” here. This is probably an error, as the instructions for 


ICache are contained in the preceding paragraph. 
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{Note} In Cache ON status there is no function for flushing DCache only. The method in (5) must be 
used on the assumption that [Cache is also inenabled. 


4.4. DSU (Debug Support Unit) 


4.4.1. Summary 


The DSU (Debug Support Unit) is a hardware mechanism for supporting program debugging. The DSU 
function is valid when the value of BRKEN# sampled during a reset is “L”. The DSU causes debug traps 
(ttt=255) to occur upon request from the hardware or software. Debug traps start execution from address 
OxO0O00FFO00 without regard to TBR values. The MB8686 processor DSU has the following features: 


(1) Types of Break Function 
Instruction address breaks by asynchronous debug trap instruction addresses because of external 
input (DBREAK#). 
Single-step Mode 
Software Break Point (TA255) 
(2) 16-Column PC Trace buffer available 
(3) Programming Model same as SPARClite 
Debug Support Register addresses are the same as SPARClite. While not all SPARClite DSR and DCR 
bits are implemented, the ones that are implemented are the same. 
(4) Debug Trap Features 
e All debug trap types are are 255, and TBA is ignored. 
(Debug traps always start at address 0xO00Off0). 
e Debug trap priority is 2 (highest except for reset). 
e Debug traps are not masked by PS ET=0. 
e Flags (pET, pPS) for exclusive use of new debug routines. 
(5) ROM (or Flash ROM) can be selected for debug trap routines by external pins (BRKGO) 
indicating debug status. 
(6) In Normal Mode the Debug Support Unit stops operation to reduce power consumption. 


4.4.2. Related Pin Overview 


Table 4-5 DSU pin List 


BRKEN# Access Enable Pin. Input “L” when using the Debug Support function. This signal is 
sampled during reset periods. To enable the built-in CPU Debug Support function, setup 
time and hold time of at least 2 CLKIN cycles is required for the rise of RESET#. 


DBREAK# Debug Break Pin. Inputting “L” to this pin in Debug Mode causes debug traps to occur. 
This pin is asynchronous input, and “L” width of at least 2 clock periods in CLKIN is 
necessary. When it is desired to jump to a break processing routine immediately following 
a reset, setup time and hold time of at least 2 CLKIN cycles is required for the rise of 
RESET#. 


BRKGO led Break Go Pin. When this signal is “H’”, it indicates that a debug break processing routine is 
running. 
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4.4.3. Register Overview 


Table 4-6 DSU Register 


ASI | Address Register Name Symbol 
b31 624 [b23 b16| b15 —_b8 


0x0000FF00 | Instruction Address Descriptor Register! |IADR1 


0x0000FF04 | Instruction Address Descriptor Register2 _|IADR2 
Ox0000FF18 | Debug Control Register 00000000 | 00000000 | 00000100 | 00000000 
Ox0000FF1C | Debug Status Register 00000000 | 00000000 | 11110100 | 000000*0 


4.4.4. Register Details 


4.4.4.1. Instruction Address Descriptor Register (IADR1,2) 


31 2 1 0 
Instruction Address Descriptor 

Symbol ‘IADR1,2 

Address ‘IADR1 - OxOOOOFFO0 (ASI=0x1) 


IADR2 - OxOOOOFF04 (ASI=0x1) 
Reset State :0x00000000 


Field Name 


31-2 IADR RW - IADR 
Sets PC values which cause internal hardware breaks to occur. 
The program PC values being executed and IADR Register values match, and when 
corresponding DSR.US bit==PSR.S 
corresponding DCR.EIA == 
it causes a debug trap. 


} 10 | Reseved PROP 


Figure 4-1 Instruction Address Descriptor Register 


4.4.4.2. Debug Control Register (DCR) 


14 11 


Symbol “DCR 
Address :0xOOOOFF18 (ASI=0x1) 
Reset State 


pelt —— eee Nar a eee, 
[31-16 | Reserved | PT 

p15 | us2_ || - User/Supervisor bitforinstructionaddress2 
p14 | usi | - User/Supervisor bitforinstructionaddresst 


}13, | SWF Software Flag 
1241 | Reserved | 
TDBP |__| - Trap routine,,Disabled Break Point 
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po BGT BreakGo 
Oa | Reserved! |e 


fe EAR |__| - Enable Instruction Address 2 
EIA1 |__| - Enable Instruction Address 1 


[40 TSS = Single StepEnable 
}3-0 | Reseved | 


Figure 4-2 Debug Control Register 


4.4.4.3. Debug Status Register (DSR) 


31 16 15 12 11 10 

Presewed [TERT | Resewed [pPS-[ pet [Rev [e6] Resewed [anoint [eNom [Rav] 
Symbol :DSR 

Address :OxOOOOFF18 (ASI=0x1) 


Reset State 


Field Name 
a a a 


15-12 TBPTR - Trace Buffer Pointer 
Holds the pointer to the newest instruction which is being held in the PC Trace buffer in 
Debug Mode. Holds PC Trace Buffer (Address=0x0000FF40-0x0000FF7C, ASI=0x1) 
address bit[5:2]. 


PATO = 5 | MRSC 5 SG a _______s—=é“ xz __“'mn_E= | 
- previous PS(PSR) 
Preserves the PSR.PS bit when debug traps occur. Written back to the PSR.PS bit 
during returns from debug traps. 
- previous ET(PSR) 
Preserves the PSR.ET bit when debug traps occur. Written back to the PSR.ET bit 
during returns from debug traps. 


}7__| Reserved Rf 


- External Break occurred 
Indicates that the DBREAK# pin is asserted in Debug Mode. In debug traps, this bit must 
be cleared. 
(Read) : Indicates a hardware break has occurred because of DBREA. 
O(Write) : Clears EB bit. 


por4 ~~ |aResenied Ss) Be = enn 
IAM1 cme Instruction Address Match 1 


Displays BRKEN# value sampled during reset. 
ENBRK# asserted (Debug Mode) 
ENBRk# not asserted. 


fo [Reseed [RAR [- SCS... ..CCCOCOCTCCCC~C*Y 
Figure 4-12 Debug Control Register 
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4.4.5. Explanation of Functions 
4.4.5.1. Moving to Debug Mode 


There are 2 CPU modes: Normal Mode and Debug Mode . The EN_BRK bit of the DSR Register indicates 
the current mode: 

EN_BRK=0 --- Debug Mode 

EN_BRK=1 --: Normal Mode 
Mode is decided by the status of the BRKEN# pin upon reset signal cancellation. The value at that time is 
held by the EN_BRK bit and cannot be rewritten by the software until the next reset. 


In Normal Mode, all breaks are disabled , and debug traps do not occur. In addition, the DSU stops 
functioning in order to reduce power consumption. If the DBREAK# pin and the BRKEN# pin are asserted 
at the same time upon reset, instead of fetching instructions from the CPUO address, an immediate jump is 
made to a debug routine (OxOOOO0FFO). By doing this the boot ROM can be replaced by the Debug Monitor 
ROM. 


By using the SWF (in the DCR Register), a judgment can be made as to whether or not that debug routine 
was activated right after a reset. The SWF pin is “0” right after a reset, and thus if at that time “1” is written, 


and this bit is re MMe next “ime y debysTowine is ated ay TIN" afidgy is is 


not right afféra reset. 


CLKIN id 

= oy 
RESET p 
BRKEN# at least 2CLKIN at least 2CLKIN 
DBREAK# 


¢ BRKEN# signals maintain the input level in RESET# cancel timing and decide whether to enable debug 
support functions or not. 

¢ DBREAK¢# signals are asynchronous signals. They are not executed from address 0 after RESET# cancel, 
and the timing shown in the above drawing must be met when it is desired to jump to a break processing 
routine (address 0x0000.0FFO) right after a RESET# cancel. 


Figure 4-13 DSU Enable Signal Control Timing 


4.4.5.2. Debug Trap Activation 
There are 3 ways to activate debug traps: 
Activation by External Breaks 
The EB bit of the DSR Register is set by DBREAK# fall input, and an asynchronous debug trap is activated. 


This input is ignored between Normal Mode and the debug trap routine. 


Activation by Internal Hardware Breaks 
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This break point is handled as a synchronous trap. The following are the 2 conditions for causing this trap: 


(1) Instruction Address Breaks 
The PC address matches | of ADR1/2, the PSR User / Supervisor bits match the US1/2 bits (DSR 
Register) which correspond to IADR, and the EIA1/2 bits of the DSR registers which correspond to 
these are set. 


Accordingly, in order to activate this break point, the EIA bits of the DCR Register and the US bits of 
the IADR Register must be set beforehand. Instruction address break points are before-type break 
points. Thus, debug traps occur before matching address instructions are executed. 


S 


Single Step Mode 

When the SS bit of the DCR Register is set (“1”), the CPU is in Single Step Mode, and debug traps 
occur after each instruction without regard to PC and IADR values (there are several exceptions such 
as RETT, WRPS and the like). The SS bit of the DSR Register must be set if it is desired to select this 
mode. 


Software Breaks 
The TA255 Instruction (Trap always with tt=255) is an instruction for software debug traps. This 
instruction causes debug traps to occur when the EN_BRK bit of the DSR Register is “0”. 


4.4.5.3. Debug Trap Features 


Debug trap priority is 2. This is the highest priority except for resets. All debug traps are trap type tt=255, 
and the trap address is OxOOOOOFFO. Trap Base Address (TBA) is ignored. When the TDBP bit of the DCR 
Register is “1”, debug traps occur even during traps (ET=0). When the TDBP bit of the DCR Register is 
“Q”, hardware breaks and external breaks are ignored if ET=0. Software breaks occur even if ET=0. Debug 
traps occur only in Supervisor Mode. Debug traps cannot be nested. Debug traps cannot again be 
activated within debug traps. 


When the BG bit of the DCR Register is “1”, break conditions other than TA255 which occur are ignored, 
and traps do not occur. Software breaks (TA255) in debug traps are incorrect and the results cannot be 
forecast. TA255 instructions should not be used in debug trap routines. When debug trap routines are 
entered, condition codes (PSR CC fields) are not automatically saved by the hardware. When debug trap 
routines are able to rewrite these, saves and restores of these must be performed by the software. 


4.4.5.4. Debug Trap Operations 


In addition to normal trap operations, the following operations occur in debug traps: 


ET > pET ie ET bit saved to pET 

PS > pPS --: PS bit saved to pPS 

1—DCRBG_ -:: BGbit of DCR Register becomes “1” 

255 > TBR.tt +: (TBR tt field is only set to 255 in software debug traps. tt field is not 


rewritten in hardware breaks and external breaks) 


In addition, when a return is made from a debug trap (JMPL+RETT is executed when DCR.BG is “1”’), the 
next operation is performed. 


0 — DCRBG_ -:: BGbit of DCR Register becomes “0” 
pPS— PS -:: pPS bit returned to PS 
pET - ET -:: pET bit returned to ET 
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pPS and pET are new bits for debug traps. These are assigned to bits 9 and 8 of the DSR Register and are 
Read Only bits. 


4.4.5.5. BRKGO Output Pin 


The MB8686 has a BRKGO output pin. This always reflects the BG bit of the DCR Register. When this bit is 
“1”, it indicates that instruction fetches and data access are for debug trap routines. This pin can be used for 
ROM chip select for debug trap routines. Instructions and data indicated by BRKGO are not cached, but if 
data which has entered a cache in a normal operation (BRKGO=“L”) is accessed in a debug routine, a cache 
hit may occur. Therefore, Normal Mode programs and debug routines cannot be placed in the same address. 
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4.4.5.6. Register Fields 


Handling of register fields in debug traps is the same as for normal traps, and the CWP is decremented. 
Handling of register fields in debug trap routines is left entirely to the software. 


4.4.5.7. PC Trace Features 


PC trace information is stored in a 16-column cyclic registers which are mapped in ASI=0x01 memory spaces. 
In Debug Mode, as instructions are fetched their addresses are stored in these registers until a break 
occurs. If the Trace Rergister becomes full before a break occurs, new addresses overwrite the oldest 
registers (cyclic operation). 


Break trap routines can read those registers which are mapped in ASI=0x01 addresses 
OxO00000FF40~0x00000ff7C. The TBPTR field of the DSR Register holds the register address where the last 
PC address is stored. By shifting the TBPTR field to bit5~2 and doing OxOFF40 and OR, the newest register 
address can be obtained. For example, if TBPTR is 5 and this is shifted, it becomes 0x14, and if OxOFF40 and 
OR are done, OxOFF54 is obtained. The most recent trace is stored in this register, and below it the new 
order is Reg4, Reg3, -- Reg, Reg15, Regl4 --. 


4.4.5.8. Debug Support Function Restrictions 


In the SPARClite DSU (Debug Support Unit) system, window overflow and underflow trap processing 
routines cannot be debugged. This is because of the following reasons: 


The functions independently expand trap operations naturally specified by the SPARC architecture and 
implement them as a trap type. However, the method of implementation is of a special nature and differs 
from ordinary traps as shown below. 


Ordinary traps are “A” in a double exception when the ET bit of the PSR (Processor State Register) is “0”, 
but with “BREAK” traps , either nothing happens (when the Trap_Disabled_break control bit is “O”), or a 
“BREAK” trap occurs even if ET=0 (When the Trap_Disabled_break control bit is “1”’). 


There are cases of using the Trap_Disabled_break control bit when it is “1” in which strong demands for 
debugging of trap processing routines themselves in step execution and the like come out. However, these 
are special cases, and, because “BREAK” is also implemented as a trap type, during the time the break is in 
effect the CWP (Current Window Pointer) is decremented and window registers are rotated. Thus, of trap 
processing routines, window overflow trap and window underflow trap processing routines cannot be 
debugged in the SPARClite DSU system because the contents of the next register window are rewritten by a 
break. It should be assumed that window register contents are destroyed during use when the 
Trap_Disabled_Break function is enabled. 


While it is possible that, in addition to a window reserved for normal trap use, another reserved formatted 
window overflow and underflow routine may be used, one window is consumed. 
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4.5. Low Power Consumption Mode 


4.5.1. Summary 
The MB8686 has 2 modes for low power consumption: Sleep Mode and Stop Mode. 
Sleep Mode 
The PLL keeps on operating, but the clocks which provide peripheral functions stop. Normal operation can 


continue after Sleep Mode is canceled. 


Stop Mode 
The PLL stops, as do all internal clocks. A reset must be input in order to restart. 


4.5.2. Related Pin Overview 


Table 4-7 Sleep Mode Pin List 


Sleep Mode Output Pin. Indicates by outputting “L” level that a move to Sleep Mode (Low 
Power Consumption Mode) has been completed, When “L” is output to this pin: 
(MB86860) SPARClite bus is also open. 


(MB86861) Drives inactive level. 

Sleep Mode Cancel Pin. When “L” is input to this pin, CPU Sleep Mode is canceled, and 
operation starts. This pin is asynchronous input, and at least 2 “L” width clock periods are 
required by CLKIN. “L” should only be input to this pin when PDOWN# is “L”. 


4.5.3. Register Overview 


Table 4-8 Sleep Mode Register 


AS| Address Register Name Symbol 
b31 b24 | b23  -b16 | b15 b8 


0x00002004 | Sleep Mode Register RRRRRRRR_ | RRRRRRRR | RRRRRRRR | RRRRRRRO 


4.5.4. Register Details 


4.5.4.1. Sleep Mode Register 


31 1 0 
Symbol “SMR 
Address :0x80002004 (ASI=0x4) 


Reset State :0x00000000 
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Figure 4-14 Sleep Mode Register 
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4.5.5. Explanation of Functions 


Conversion to Low Power Consumption Mode must be done in Cache-Off status. In the MB8686 
processor, cache-off status is called Cache-Off Mode, and operating status using caches is called Normal 
Mode. The following diagram shows MB8686 processor status conversions: 

Figure 4-15 Power Save State Diagram 


I 
'RESET# 


(ASR31) Conon) er 
Ae SX 


SR30) 4 aS 


RESET# 


(7) CACHE-OFF 
Converts to this mode after reset. 
In Cache-Off Mode sensamp also stops. 
Converts to Normal Mode by setting ICCR Register. 
Converts to Sleep Mode by setting Sleep Mode Register. 


(8) NORMAL Mode 
Conversion is only possible from Cache-Off Mode. 
Converts to Cache-Off Mode by setting ICCR Register. 


(9) SLEEP Mode 
Conversion is only possible from Cache-Off Mode. 
Clocks stop except for PLL. 
PDOWN is asserted in Sleep Mode periods. 
During Sleep Mode conversions, SDRAM-IF issues self-refresh command to SDRAM. 
Opens SPARClite bus right. 
Returns to Cache-Off Mode if WKUP# pin is asserted. 
Converts to Stop Mode if STOP# Pin is asserted. 


(10) STOP Mode 
Conversion is only possible from Sleep Mode. 
PLL stops, and all internal clocks stop. 
Reboot possible only by means of reset. 
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[Note] When converting from Cache-Off Mode to Normal Mode, a cache flush (access to 
ASI0x3 space) is required before setting the ICCR Register. 
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4.5.6. Items Requiring Attention in Sleep Mode 


In the Sleep Function in the MB8686, at the point in time when it goes into Sleep Mode the processor 
becomes unable to receive BREQ# signals. Moreover, operation in which Sleep Mode entry timing and 
BREQ# signal assert timing conflict is not guaranteed. Accordingly, BREQ# signals must be negated 
immediately before a Sleep Mode Set routine. 
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5. TLB 


5.1. Summary 


This TLB converts virtual addresses to physical addresses in accordance with the address conversion 
table. However, no memory protection function causing traps to occur when there is a TLB-miss is 
supported. When the TLB function is not used, addresses from the CPU are output as they are as physical 
addresses. 


Number of TLB entries = 16 

Page size of 14KB, IMB, 4MB and 16MB supported. 

Different page sizes can be set for each entry 

When a miss occurs in address conversion, no trap occurs, and addresses are output as they are from 
the CPU. 


[Note] The TLB function is not available in the MB8686. 


32 iAddress 

= Address 
Control |.) Decoder 
4 
32 | Data in 


q—Dataout_| | Register 


Data Selector 


Buffer 


Compareter 


BIU Bus 
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Figure 5-1 TLB Block Diagram 
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5.6. Register Overview 


Table 5-1 TLB Registers 


ASI Address Register Name Symbol Reset Value 
b31 b24 [b23 b16 |b15  b8 |b7 __b0| 


Virtual Word Address Entry Register00 ene (eases | eal 
x 
5-2 


MB86860 Series Hardware Manual FUJITSU 


X 


5-3 


MB86860 Series Hardware Manual FUJITSU 
5.7. Register Details 
5.7.1. TLB Control Register (TCR) 


Setting “1” to the TE bit of this register enables the Address Conversion Function. At least one batch of 
entries (VWE, PWE) must be set. When TE=“0”, addresses are output from the CPU as they are as physical 


addresses. 
31 1 0 
Reserved 
Symbol ‘TCR 
Address :0x80000008 (ASI=0x4) 
Reset State :undefined 


bit Field Name 
PB) | Reserved 
R/W 


TE - TLB enable 

Sets whether to enable TLB or not 
0: TLB invalid 

1: TLB valid 


Reset state: 0 


Figure 5-1 Physical Word Address Entry Register 
5.7.2. Virtual Word Address Entry Register (VWEO0-15) 


For setting the upper order 20 bits of the virtual address to be converted. Performs settings in combination 
with the PWE Register. 


31 12 11 0 


VA 


Symbol >VWEO00-15 
Address :0x800014000-0x800014FO (ASI=0x4) 
Reset State :undefined 


Field Name 


31-12 VA RAW - Virtual Address<31:12> 
Sets upper order 30b of virtual address 
Must be set in combination with Physical Word Address Entry Register 
(PWE). 


}110 [Reserved tS 
Figure 5-2 Virtual Word Address Entry Register 


5.7.3. Physical Word Address Entry Register (PWEO0-15) 


Register for setting the upper order 20b of physical addresses corresponding to virtual addresses set to 
corresponding VWEs. Page sizes can be set from the PS bit. 
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31 12 11 5 4 10 
PPN 

Symbol :PWE00-15 

Address :0x800014008-0x800014F8 (ASI=0x4) 

Reset State :undefined 


Field Name RW _| Deserpton 


31-12 - Physical Page Number 
Sets upper order bits of the physical addresses corresponding to virtual 
addresses set in the corresponding VWEL registers. 
Page size is set by the PS bit. 


Lis | Reserved ff 
- - Page Size 
Sets physical page size. Page size depends on PS bit settings as shown 
below: 
0000: 4Kbyte 
0001:  1Mbyte 
0011:  4Mbyte 
0111: 16Mbyte 
1111: 64MByte 
- Valid 
Indicates whether the currrent entry is valid or not. 
0: invalid 
1: valid 


Figure 5-3 Physical Word Address Entry Register 


5.8. Operating Functions 


In order to use the TLB, the TCR and at least | TLB entry (combined VWE and PWE entry) must be set. 
When the TLB is enabled, addresses handled by the CPU (addresses seen from programs) are virtual 
addresses, and they are converted to physical addresses by the TLB. Physical addresses are configured 
from upper order PPN (Physical Page Numbers) and lower order offsets. Virtual addresses are compared 
with VWE entry VAs, and if they match, the Physical Word PPNs of the corresponding PWE entries 
become the upper order bits of the physical addresses. At that time how many bits of the PPN will be 
reflected in physical addresses is decided by the PS bit. Offsets are virtual addresses from the CPU used as 
they are. 


31 42-44 0 
4KB page (PS=0000) PPN[31:12] VAI11:0] 
31 20 19 0 
1MB page (PS=0001) PPN[31:20] VA[19:0] 
31 BD)” “Bi 0 
AMB page (PS=001 1) PPN[31:22] VA[21:0] 
31 24 23 0 


16MB page (PS=0111) PPN[31:24] VA[23:0] 
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31 26 25 0 


64MB page (PS=1111) 
Figure 5-2 Physical Address 
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When the TE bit of the TCR is set to “0”, no TLB address conversions are performed, and virtual addresses 
go out as they are to the exterior as physical addresses. Also, if the Physical Word V bit is “0”, even ifa VA 
hits in that entry, the VA becomes a physical address as is without being converted. 
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6. Data Buffer Unit 
6.1. Summary 


The Data Buffer Unit consists of an Instuction Buffer (IB), Data Read Buffer (RB) and Write Buffer (WB). It 
is a module for the efficient performance of instruction and data transfers between the CPU and external 
memory starting with SDRAM based on burst access. Since the basis of SDRAM access for single access 
operations which assume MB8686 CPU Core secondary cache connections is burst access, data buffers are 
divided into cases of cache area and non-cache area access from the CPU Core. For reads from cache areas, 
burst access to the exterior is requested. Moreover, instructions or data fetched externally in bursts are 
stored in buffers controlled by address tags and valid bits, hits and misshits in each access from the CPU are 
detected, and when there is a hit instructions and data inside the buffers are supplied to the CPU Core. 


Write buffers are buffers for preventing holds for CPU Core store operations even when external buses are 
busy. The Data Buffer Unit basically gives priority to instruction fetches and data reads over data stores. 
However, when attempts are made to read data which has accumulated in write buffers, it exercises control 
such that once the write buffer contents is written to memory it is read. The write buffer operates basically as 
FIFO, performing merge processing which arranges 2 store operations into | when writes to the same address 
are consecutive and reduces external bus traffic. 


Data buffer operations follow a Total Store Ordering Policy which guarantees that the order of store 
operations from the CPU Core to memory will not change. 


Address | SADR 


MB8686x 
CORE 64 ! SDQ 


ADR 
SPARClite 


I/F 


DATA Buffer 


MB8686x BIU 


Figure 6-1 Data Buffer Unit 
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6.2. Register Overview 


Table 6-1 Data Buffer Registers 


b31 624 [b23 b16 |b15  b8 


0x80000000_| Buffer Control Register 00000000 | 00000000] 00000000 | 00000000 


6.3. Register Details 


6.3.1. Buffer Control Register (BCR) 
Register which performs all buffer controls and settings. The IB, RB and WB are enabled respectively by 
the IE, RE and WE bits. The IB and RB can be cleared by the ICL.RCL bit. There is no clear bit in the WB. 


31 9 8 6 5 4 3 2 1 0 
Reserved 

Symbol ‘BCR 

Address :0x80000000 (ASI=0x4) 


Reset State :0x00000000 


bit 
31-9 
WBDP - Write Buffer DePth 
Sets number of Write Buffer columns. 
000: 16 
001: 14 
010: 12 
011: 10 
100: 8 
101: 6 
110-111: Reserved 
Reset state: 0 
- Merge & Collapse 
Enables Merge & Collapse function. 


0: Merge & Collapse is disabled 
1: Merge & Collapse is enabled 
Reset state: 0 


- Instruction Buffer Clear 

Instruction Buffer is cleared by setting “1” to this bit. This bit returns to “O” 
upon completion of the clear operation. 

0: No operation 

1: Instruction Buffer Clear 

Reset state: 0 

- Read Buffer Clear 

Read Buffer is cleared by setting “1” to this bit. This bit returns to “O” upon 
completion of the clear operation. 

0: No operation 

1: Read Buffer Clear 

0: Reset state: 0 
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- Instruction Buffer Enable 
Instruction Buffer is enabled by setting “1” to this bit. 


0: Instruction Buffer Disable 
1: Instruction Buffer Enable 


Reset state: 0 
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- Read Buffer Enable 

Read Buffer is enabled by setting “1” to this bit. 
0: Read Buffer Disable 

1: Read Buffer Enable 

Reset state: 0 


- Write Buffer Enable 

Write Buffer is enabled by writing “1” to this bit. 
0: Write Buffer Disable 

1: Write Buffer Enable 

Reset state: 0 


Figure 6-2 Buffer Control Register 


6.4. Operating Functions 


6.4.1. Instruction Buffer (IB) 


Composed of 64-bit width 4-column buffer, buffer data address tags and 4b valid-bit which indicate that 
data is valid. 


When there is a miss in an Instruction Buffer Tag 

Reads 4 double word data by burst transfer in sequential addresses from requested address. Also 
outputs double word data from the relevant addresses to the IMB bus. 

When there is a Tag Hit 

Outputs data corresponding to relevant addresses to the IMB bus. 

When there is an Instruction Fetch from a Non-Cache Area 

Bypasses the buffer. Invalidates tag hits. Also, invalidates valid bits when a MEXC signal is asserted. 
CACHE Target Area is ASI=8,9 

Double word loads to this area are regarded as Instruction Fetches. 

Invalidates hits in Atomic-load/store instructions to ASI=8,9. (handles as Non-Cache) 

IB is also flushed when flush instructions are executed. 


6.4.2. Read Buffer (RB) 


Has two 64-bit 4-column buffers. Each buffer has a valid bit which indicates that buffer data 
address tags and data are valid. Has 1 tag and 1 valid bit for double words. 

When the buffer needs to be replaced, it is replaced by an LRU algorithm. 

Outputs data corresponding to the relevant address to the IMB bus when an address hits a tag 
in a load instruction. 

When an address misses all RB tags in a load instruction, it reads 4 double word data from 
external memory by sequential address from the requested address and outputs data 
corresponding to relevant addresses to the IMB bus. 

Bypasses buffers when load instructions from non-cache areas are executed. Invalidates tag 
hits. 

Atomic-load/store instructions are handled in all areas as non-cache. 


6.4.3. Write Buffer (WB) 


Outputs stored data via FIFO. Output to BIU-BUS is single transfer. FIFO is 64b X(changeable 
from 16column-6 column) 
When store instructions are in bytes, half words and words and the address is the same as the 
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immediately preceding data (hit in FIFO input column tag), it overwrites the valid locations. 
(When the merge function and Merge & Collapse are enabled). 
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e Controls WB data with valid bits in byte units and reflects to the Byte Enable pin during output. 
e Handles atomic-load/store instructions as non-cache in all areas. 


6.4.4. Buffering Policy 


The IB and RB are accessed in accordance with the order of instruction execution. 
When store data hits in the initial column of the WB, it overwrites that data (when Merge & 
Collapse is enabled). 

e When Atomic-load/store is executed, contents of the WB are first written to memory, and then 
the data is read from memory to the RB. If there is a hit in the RB it is invalidated. Stores are 
handled as non-cache, and then they are executed. At that time, data is handled as non- 
cache. The order of data access between read and write buffers is as shown below. 


Figure 6-3 Access Order between RB and WB 


Access Type bit Oeeration Burst 
Judgment P Access 
F 


Cache Area Writes data to WB 
Data Access 


Writes data to WB 


Merges with that data when there is a hit in initial WB data. In other|OFF 
cases writes data to WB 
Merges with that data when there is a hit in initial WB data. In other|OFF 
cases writes data to WB 


Reads 4 double words from external memory and writes them to RB.JON 
Sends 1 double word to the Core at the same time. Updates or replaces 
RB tags. 

If there are multiple or single hits in the WB, writes the hit data toJON 
external memory and then reads 4 double words from external memory 

to the RB. At the same time, sends 1 double word to the CPU Core. 

Updates or replaces RB tags. 


Sends 1 double word from RB to CPU Core. 

If there are multiple or single hits in the WB, writes the hit data to}NA 

external memory (while updating the RB). After that sends 1 double 

word to the CPU Core. a 
Cache Area Load/Fetch IB: miss Reads 4 double words from external memory and writes them to the IB,JON 
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Figure 6-4 Access Order between RB and WB (continued) 


Access Type bit Burst 
Raa ee 


Cache Area Store IB: hit First writes WB, then writes data to external memory. OFF 
Data Access AS|==8, 9 


RB: hit First writes WB, then writes data to external memory. Invalidates tags|OFF 
when there is a hit in the RB. 
RB: miss 


First writes WB, then writes data to external memory. 


are not updated and there is a hit in the RB, it is invalidated. Data is not 
written to the RB. Data size is decided by IMSIZE<1:0>. 


After first writing WB to external memory, reads data from external] OFF 
memory or I/O and sends it to the CPU Core. Data is not written to the 


After first writing WB to external memory, reads data from external] OFF 
memory or I/O and sends it to the CPU Core. Basically, when RB tags 
RB. Data size is decided by IMSIZE<1:0>. 


& IB: hit IMSIZE<1:0>. 
NC== 


Cache Area Load/Fetch After first writing WB to external memory, reads data from external] OFF 
Instruction Fetch |ASI==8, 9 memory or I/O and sends it to the CPU Core. Data size is decided by 


Figure 6-5 Access Order between RB and WB (continued) 


Access Type bit 
Operation 


Atomic IB: hit After first writing WB to external memory, reads data from external memory 
Load/store or I/O and sends it to the CPU Core. Continues to store data to 


external memory or I/O. 


RB: hit After first writing WB to external memory, reads data from external 
memory or I/O and sends it to the CPU Core. Continues to store data to 


RB: miss external memory or I/O. Invalidates the RB if there is a hit in the RB. 


DONT After first writing WB to external memory, reads data from external memory 
CARE or I/O and sends it to the CPU Core. Continues to store data to 
external memory or I/O. 


6.4.5. Tag Format 
Tag format for Instruction Buffers, Read Buffers and Write Buffers is shown below. 


INSTRUCTION BUFFER TAG 


READ BUFFER TAG ADDRESS(27 bits) X2 
WRITE BUFFER TAG AS! | vV[v] vv ][v]v]v [ v | ADDRESS(29 bits) | x6 
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S: Supervisor V: Valid bit 
bit 
Figure 6-6 Buffers Tag Format 
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7. SPARClite Bus Interface 


7.1. Summary 


The SPARClite Bus is the bus for connecting memory and I/O devices, and it operates synchronous to the 
bus clock (CLKIN). The SPARClite Bus Interface controls data transfers between the SPARClite Bus and 
the BIU Bus. The SPARClite Bus Interface supports transparent access mode from external bus masters to 
SDRAM. 


7.2. Register Overview 


Address Range Specifier Registert 
Wait State Specifier Register0 
Wait State Specifier Registert 
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7.3. Register Details 


7.3.1. Address Range Specifier Registers (ARSRO 5) 


These are the registers for setting SPARClite Bus CSO#~CS5# address ranges. The start address of an 
address range is set to these registers. Bits which do not perform address comparisons are set in the AMR 
Registers. If Nbit is 1, its range becomes a non-cache area. ARSO-S make SPARClite Bus area settings. 
BW decides the bus width of SPARClite areas specified by CS#1~CS#5. CSO# is exclusively for ROM areas. 
The CSO# start address is 0. ARSR and CS# correspond as shown below. CS areas must be set so as not to 
overlap. CS1#-CS5# are not asserted unless both ARSR and AMR are set (CS# is not asserted if only 
ARSR or AMR is set). 


31 30 29 28 22 21 16 15 0 
BW Address<31:16> 

Symbol :ARSRO-5 

Address :0x80000100-0x80000128 (ASI=0x4) 


Reset State sundefined (ARSRO=0x80080000) 


ARSRO (Address 0x80000100, ASI=0x4) ¢ «ee for setting SPARC area CSO# (0x80080000 on reset) 
ARSRI (Address 0x80000108, ASI=0x4) « ee for setting SPARC area CS1# (undefined on reset) 
ARSR2 (Address 0x80000110, ASI=0x4) ¢ «ee for setting SPARC area CS2# (undefined on reset) 
ARSR3 (Address 0x80000118, ASI=0x4) ¢ «ee for setting SPARC area CS3# (undefined on reset) 
ARSR4 (Address 0x80000120, ASI=0x4) ¢ «ee for setting SPARC area CS4# (undefined on reset) 
ARSRS (Address 0x80000128, ASI=0x4) ¢ « e « for setting SPARC area CS5# (undefined on reset) 


Field Name 


31 N RW -Non-cache 
Sets cacheable/non-cacheable for corresponding chip select areas. 
1: Sets corresponding chip select areas to non-cache areas. 
0: Sets corresponding chip select areas to cache areas. 


30-29 BW RAW - Bus width 
Sets bus width of corresponding chip select areas. 
00: 64b bus width 
01: 32b bus width 
10: 16b bus width 
11: 8b bus width 


poree. — t|aWesened = S|'- 5 eS S85 eg ese 
21-16 ASI<5:0> Sets ASI<5:0> of corresponding chip select areas. 


15-0 Address RW Sets start addresses of corresponding chip select areas. 
<31:16> Sets upper order 16 bit (Address<31:16> of addresses. 


Figure 7-1 Address Range Specifier Register 


7.3.2. Address Mask Registers (AMRO 5) 
Registers for setting CSO#~CS5# address ranges. They set address ranges in combination with the ARSR 


registers. Bits which set 1 to AMR registers do not compare addresses with the ARSR registers. Only bits 
set to 0 in the AMR registers compare memory addresses with ARSR registers and assert CS# if they match. 
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31 22 21 16 15 0 
Address mask<31:16> 

Symbol :AMRO-5 

Address :0x80000200-0x80000228 (ASI=0x4) 


Reset State :undefined (AMRO=0x00030001) 


AMRO (Address 0x80000200, ASI=0x4) ¢ «ee for setting SPARC area CSO# (exclusively for ROM areas 
0x00030001 on reset) 
MR1 (Address 0x80000208, ASI=0x4) ¢¢¢e for setting SPARC area CS1# (undefined on reset) 
MR2 (Address 0x80000210, ASI=0x4) ¢ ee for setting SPARC area CS2# (undefined on reset) 
MR3 (Address 0x80000218, ASI=0x4) ¢ ee for setting SPARC area CS3# (undefined on reset) 
MR4 (Address 0x80000220, ASI=0x4) °° for setting SPARC area CS4# (undefined on reset) 
MRS (Address 0x80000228, ASI=0x4) ¢ ee for setting SPARC area CS5# (undefined on reset) 


eeeee 


Figure 7-3 Address Mask Register 


Field Name 
[Reserved | 


ASI RW Sets ASI masks of corresponding chip select areas. 
mask<5:0> 


Address RW Sets Address masks of corresponding chip select areas. 
mask 
<31:16> 


7.3.3. Wait State Specifier Registers (WSSRO-5) 


31 1514 10 9 5 4 3 2 1 0 
Reserved | cnt | cn2 | We | Reserved | OV | ScB | PE | 

Symbol :WSSRO-5 

Address :0x80000400-0x80000428 (ASI=0x4) 


Reset State :undefined (WSSRO=0x00007f4) 


WSSRO (Address 0x80000400, ASI=0x4) « « e « CSO# Reset State: Ox00007ff4 
WSSR1 (Address 0x80000408, ASI=0x4) «ee « CS1# Reset State: 0Ox00000000 
WSSR2 (Address 0x80000410, ASI=0x4) « «ee CS2# Reset State: Ox00000000 
WSSR3 (Address 0x80000418, ASI=0x4) ¢ ee « CS3# Reset State: 0Ox00000000 
WSSR4 (Address 0x80000420, ASI=0x4) « ee e CS4# Reset State: Ox00000000 
WSSRS (Address 0x80000428, ASI=0x4) « « « « CS5# Reset State: 0x00000000 
Reset State: O0xO00000000 


Figure 7-4 Wait State Specifier Register 
RW 


- count 

Indicates number of waits for the first cycle of single transfers and burst 
transfers. The specified value + 1 is the number of waits. 

These bits are valid when [WE] is “1”. 


31-15 


14-10 CN1 


iF 
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Specifies the number of waits for the 2nd cycle on of burst transfers. The 


specified value of this field + 1 is the number of waits. Thus, if 0 is specified, 
there is 1 wait. 
These bits are valid when [WE] is “1”. 


TA 
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4 WE RW - wait enable 
Enable generation of internal waits for corresponding CS areas. [OVR], [CN1], 
[CN2] and [SCB] are all enabled when [WE] is “1”. 


pest = + eerie: =) tS 


2 OVR -override 
When this bit is “1”, external READY# is also received. (Gives priority to 
READY# which comes first). When it is “0”, external READY# is masked and 
is not accepted. However, the mask function does not work for READY# 
which is input in the same cycle as AS#, i.e. READY# input by Owait. 


This bit is valid when [WE] is “1”. Therefore, this bit should be set with [WE]. 
(Note): When this bit is “O”, READY# input externally from cw is always valid. 


1 SCB - single cycle burst mode 
When this bit is set to “1”, burst transfers from the 2nd cycle on are performed 
with Owait. 
This bit is valid when [WE] is “1”. Therefore, this bit should be set with [WE]. 
A Bs, NE 
Sets Parity Funcrion enable/disable for access to corresponding CS# areas. 


7.3.4. MEXC Parity Error Control Register (MXPEF) 


When memory exceptions or parity errors occur in data reads or writes, flags corresponding to this register 
are set to “1”. To clear all flags, write “0” to the corresponding bits. 


31 7 6 5 4 3 2 1 0 
Symbol *>MXPER 
Address :0x80000430 (ASI=0x4) 


Reset State :0x00000000 


bit Field Name 
eC 


- DMA MEXC Read Error 


- DMA MEXC Write Error 
- DMA Parity Read Error 


- CPU Parity Read Error 


Figure 3-8 MXPEF Register 
7.3.5. MEXC Parity Error Control Register 


This register is for performing parity check odd/even settings and mode enable settings which return MEXC 
during the next read from the CPU when memory exception flags are set during data writes. 
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31 1 0 
Reserved MXWEE 

Symbol :MXPECR 

Address :0x80000438 (ASI=0x4) 


Reset State :0x00000000 


Field Name Description 
| Reserved | 


RWW - Parity 
0: Even parity 
1: Odd parity 


MXWEE RWW - MEXC Write Drive Enable 
1: Write Error enable 
2: Write Error disable 


Figure 3-9 MXPECR Register 


7.3.6. Idle Cycle Control Register 


31 4 3 0 
Reserved IDCE 

Symbol ICCR 

Address :0x80000440 (ASI=0x4) 


Reset State :0x00000000 


Register for setting automatic insertion of idle cycles for CSO# area access. 


|bit_ | FieldName | RW __| Description 
[1-4 | Reserved ff 


3-1 IDCC - Idle Cycle Count 
Sets number of idle cycles. 


- Idle Cycle Enable 
Idle cycle function is enabled by setting “1” to this bit. 
0: idle cycle disable 
1: idle cycle enable 


Figure 3-10 ICCR Register 
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7.4. Operating Functions 


7.4.1. Operations when the CPU has the Bus Right 


The MB8686 has a 64-bit data bus, and bus width and cache/non-cache can be set CS (Chip Select) area by 
area. SPARClite bus cycles depend on read/write, cache/non-cache and bus width, and operations change 
in accordance with these. Below are shown variations in CPU access to SPARClite buses. 


Table 7-2 SPARClite Interface Operating Overview 


operation bus cache/ data type case 
master non- SPARClite bus width 
cache 
data cache byte BMREQ# BMACK# | 4(burst) 8(burst) 16(burst) 32(burst) 
word BMACK# | 4(single) | 8(single) | 16(single) | 32(single) 


non- BMREQ# 
cache not assert 


read 
dmac non- double word | BMREQ# (burst) | 16(burst) 
al ocd “ a 
not reply 
al not assert 


non- BMREQ# 1(single) | 1(single) | 1(single) | 1(single) 
cache half word not assert 1(single 1(single 1(single) 2(single) 


1(single) | 1(single) | 2(single) | 4(single) 
double word 1(single 2(single 4(single) 8(single) 


write 
dmac non- double word | BMREQ# BMACK# | 4(burst) 8(burst (16(burst) | 32(burst) 
cache assert reply 
BMACK# | 4A(single) | 8(single) | 16(single) | 32(single) 
not reply 


*] Data merge and collapse happens. Therefore the data type cannot be decided. 


7.4.1.1. Read Operations (Burst Mode/Non-Burst Mode) 


Reads from cache areas and read operations by the DMAC are basically processed as burst transfers. 
Accordingly, BMREQ# is asserted at the same time as AS#, and if BMACK# is returned in READY# timing 
for the first access, a burst transfer corresponding to the bus width is performed; and if BMACK# is not 
returned single (non-burst) transfers are performed a number of times corresponding to the bus width. 


AS# is only asserted once in Burst Mode, but addresses change sequentially every time READY# is 
returned, and address pins indicate addresses of access destinations. The MB8686 caches perform data 
valid/invalid control in double word units. Thus data reads from cache areas are in double word units 
regardless of the data type requested by the CPU. In other words, DTYP<1:0> is (1,1) and BEx are all 
asserted without regard to whether the CPU load instruction is Byte, Half Word, Word or Double Word. In 
64-bit bus, burst length is 4. If BMREQ# is output, and BMACK# is returned together with READY#, Burst 
Mode takes effect, and burst transfers of the lengths shown in the above table are performed. If BMACK# 
is not returned. burst transfers do not occur, and single transfers are performed the required number of 
times shown in the above table. 
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In 32-bit bus, burst length is 8, in 16-bit bus, burst length is 16 and in 8-bit bus it is 32. When burst 
transfers do not take place, the required number of single transfers is performed as shown in the above 
table. 
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Reads from non-cache areas are handled as single transfers, and only BEx corresponding to the data 
requested by a CPU instruction are asserted. In 64-bit bus width the operation definitely ends in one bus 
cycle. In 32, 16 and 8-bit bus widths, the decision as to how many times single transfers are repeated 
depends on bus width and data type. Whether a cache or non-cache area is decided by internal chip 
ASI<5:0> and the N bit of the ARSR (Address Range Specifier Register). Anything but ASI=0x08,09,0a,0b 
in the SPARC architecture is other than a cache object. Also, in the ARSR, areas which specify N (non- 
cache)=1 are also handled as non-cache. 


7.4.1.2. Write Operations 


Write Operations to Cache Areas 

Since caches built in to the MB8686 are write through type, even if an operation is a write to a cache area 
it is processed as a single transfer. Hence BMREQ# is not asserted. However, in cache area write 
operations it decides whether write buffers are performing sequential writes to the same addresses, and if 
they are the same addresses data types are handled as double words, since it has a function which 
merges multiple stores into 1. Thus in cache area writes, when it comes to type DTYP<1:0> and BEx 
values, no fixed relationship is formed. 


Non-cache Area Writes 

Non-cache area writes are handled as single transfers, and the required number of single transfers is 
performed in proportion to the bus width. During non-cache area writes, only BEx which correspond to 
data types specified by CPU instructions are asserted. Make sure to map I/O devices in non-cache areas. 


DMAC Write Operations 

DMAC write operations are performed in burst transfers of 4 X double words (When BMREQ# is 
asserted, and BMACK# replies). When BMACK# does not reply, double word single transfers are 
performed 4 times. 


7.4.1.3. Atomic Load/Store Operations 


When the CPU executes atomic load/store instructions, unsplit load/stores appear in consecutive bus 
cycles on the SPARClite bus. At that time, while the load/stores are being executed LOCK# signals are 
asserted on the SPARClite bus, and even if there is a bus open request by BREQ#, BGRNT# is not returned 
until the stores are completed. Whatever area may be specified by an atomic load/store instruction will be 
handled as non-cache, and transfers will be single transfers together with the load/store instructions. (If a 
data cache is hit during a load of an atomic load/store, that entry is invalidated). 


7.4.1.4. SPARClite Bus Width 


SPARClite bus width is set CS# by CS#. 


CS0# Area Bus Width 

CS#0 are assigned to an area starting at a 0 address, and for normal boot purposes the ROM area is made 
equivalent to this. CSO# area bus width is set by the BMODE16# and BMODE32# pins. BMODE16# and 
BMODE32# values are sampled during reset periods. 


CS1#~CS5# Bus Width 
CS 1#~CS5# bus widths are set by the BW bits (bits 30, 29) of the ARSR Register. 


Bus Widths of Areas belonging to no CS 
The default bus width of areas belonging to no CS is handled as 64-bit. 


Table 7-3 CS0# Area Bus Table 7-4 CS1#~CS5# Area Bus 


BMODE16# BMODE32# Bus Width ARSRibit 30 ARSRibit 29 Bus Width 
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7.4.1.5. Address Cycles 

In read cycle and write cycle changeovers, an address cycle of at least one clock cycle is inserted. In 
sequential reads and writes, there are times when an address cycle is not inserted. When the CPU accesses 
SDRAM and when read access makes a cache hit, CPU access to the SPARClite bus does not take place, 
and there is no upper limit regulation of idle cycles. 

A function for inserting any address cycle after a read from the CSO# area is offered by the IDCCR (Idle 
Cycle Control Register) for when data bus off time long EPROMs and the like are directly connected to the 
SPARClite bus. The function is validated by setting bitO of the IDSSR to “1”. When this function is valid, 
the space (idle cycle) from READY# for a read operation to the CSO# area to AS# of the next access 
(without dependence on CSO# and read, write) is guaranteed the number of external clocks set to bit3~bit1 
of the IDCCR. 


Table 7-5 Relation between IDCCR Set Values and Address Cycles 
| spoon, | 


1 
3’b001 2 


3010 


a a a 
ze a 


7.4.1.6. Internal READY# Generator Function 
A function is available which, by making settings to registers, generates READY# internally in timing which 
differs from CS# to CS#. For details, see the explanation of the WSS (Wait State Specifier Register). 


7.4.1.7. Bus Right Open Timing (BREQ#, BGRNT#, PBREQ#) 
The MB8686 opens buses in the following timing when there is an external bus right request (BREQ# is 
asserted): 


e Reads (burst) from Cache Areas 
Opens bus after burst transfers end. 


e Reads from Cache Areas (non-burst: BMACK# not returned) 
Opens bus after required number of single transfers. 


e Non-cache Area Reads/Writes 
Opens bus after required number of single transfers. 


e Atomic Load/Store 
The CPU does not open external buses between the Load and Store operations of Atomic Load/Store 
instructions. The CPU opens buses after the end of Store operations. Also, LOCK# signals are 
asserted during these periods. 


When the CPU requires SPARClite bus access by cache misshit and the like after a bus is opened, it asserts 
PBREQ# and issues a request to the external bus master to withdraw the bus right request (BREQ#). In this 
regard, there are no time constraints regarding within how many clocks BREQ# must be withdrawn. Once 
the bus right is opened, the CPU waits continuously until BREQ# is negated. 


7.4.1.8. Memory Exceptions (MEXC#) 
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The MB8686 has a MEXC# input pin for notifying the CPU of an abnormality when for whatever reason an 
exception occurs externally during access (for example, an area with no resources is accessed or there is 
absolutely no reply and a time out occurs). If the CPU receives MEXC# together with READ Y# and that is 
an instruction fetch, it generates an instruction access exception (Trap Type=1). If it is a data read, it 
generates a data access exception (Trap Type=9). 
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However, the method of communicating a MEXC# on the SPARClite bus to the CPU Core differs according 
to the access type as shown below: 


e Burst Read by Cache Misshit MEXC# 

If a MEXC# occurs during a burst transfer, the bus cycle continues without pause until the transfer is 
completed. When MEXC+# is the first double word data of a burst transfer caused by a cache misshit 
(when it occurs with regard to the first double word access), MEXC# is also transmitted to the CPU 
Core, and “1” is written to bit2 of the MXPEF (MEXC Parity Error Flag) Register. After the burst 
transfer ends, the CPU generates an instruction access exception trap or a data access exception trap. 
MEXC occurring with regard to the 2nd, 3rd and 4th double word data are not directly transmitted to 
the CPU, but are only invalidated and no traps are generated when they are stored in instruction buffers 
or data buffers. Data in which errors occur does not enter caches or instruction and data buffers. 
Hence for access to such data external access is again performed. 


e Non-cache Area Read MEXC# 
Non-cache area reads are single transfers, and if a MEXC# occurs at that time it is transmitted as is to 
the CPU Core. However, when the data type requested by the CPU is larger than the bus width, 
multiple bus cycles occur. For example, if word data reads are performed to an 8-bit bus width, access 
takes place 4 times, and if together with read Y# for at least one access from the Ist to the 4th access 
MEXC# is returned, the fact that a MEXC# occurred for that word data is transmitted to the CPU, and a 
trap occurs. 


e DMAC Read MEXC# 
If a MEXC# occurs right in the middle of a data read from a SPARClite bus, “1” is set to bitS of the 
MXPEF as a flag. Also, a MEXC# signal is transmitted to the DMAC, and the DMAC sets “1” to the 
ERR bit (bit7) of the DMCR (DMA Control Register) and stops the transfer. 


e Write MEXC# 

If a MEXC# occurs during a write, “1” is set to bit] of the MXPEF Register for a write from the CPU and 
to bit of the MXPEF Register for a write from the DMAC. When a MEXC# occurs during a write it is 
not transmitted to the CPU at the point in time at which it occurs. When | is set to bitO of the MXPECR 
Register, during the next read access from the CPU it is transmitted to the CPU as a MEXC and a trap 
occurs. When 0 (0 after a Reset cancel) MEXC is not transmitted to the CPU, and no trap occurs. 
Thus, in this case the external circuits must notify the CPU of an abnormality by means of interrupts. 
By using a trap routine to check the MXPEF Register, users can confirm that a MEXC# occurred for the 
write operation before a read operation. 


7.4.1.9. Parity Generate/Check Function 


A Parity Check regarding access to corresponding CS# areas is performed by setting | to bitO of the WSSR 
(Wait State Specifier Register). The respective modes take effect in accordance with the value of bit1 of the 
MXPECR (MEXC and Parity Error Control Register)- 0: Even Parity, 1: Odd Parity. Correspondence 
between data buses and DP signals used in each bus width are shown below. 


Table 7-6 Bus Width and DP Pins used 
SP Bus 
Width 
| 64bit__—| ~=DPo {| pPi | obP2 | oP3 | odP4 | DPS | DP6 | ODP? | 
ze es ee ee ee Be ee ee ee a ea 


a a a el ed ee ee ee ee (es 
a (ed ee 
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e Reads 
If 1 is set to bitO of the WSS, a Parity Check is performed. If a Parity Error then occurs, | is set to bitO of 
the MXPEF as a flag, and this is transmitted to the CPU as a MEXC. By checking bitO of the MXPEF 
with a trap routine, the user can confirm that a Parity Error occurred in a read. 


e Writes 
When | is set to bitO of the WSS, Parity information is output to the DP Pin at the same time as the 
corresponding data. The Parity Generator Function is always valid. 


7.4.1.10. Bus Width and BE0#-BE7# in the SPARClite Bus 


dData location in all Bus Width modes and the corresponding BE# signals in the SPARClite Bus are shown 
below. 


Table 7-7 Bus Width and BEO#-7# 
SP Bus 
Width 


| s2bit_ | | OT Oh BES BEG | BETH 
en ee ee ee ee ee ee ee ee 
ae a (Re ee (en ee re (ee 


e Inreads from cache areas and DMAC read operations BEO#-7# are all asserted. 

e Inread operations by the CPU Core from non-cache areas, only BE for valid bytes are asserted. 

e In writes, only BE for valid bytes are asserted. However, in stores to cache areas, the data type is 
handled as double word. 

e In both Big-Endian and Little-Endian operations, the above correspondences are the same. 


7.4.1.11 16-bit and 8-bit Bus Width ADR<1:0> 
In 16-bit and 8-bit bus widths, ADR<1:0> is output to BE4# and BES#. 


Table 7-8 BE4#-5# Pins and ADR<1:0> Correspondence 


SP-bus BE4# BE5# 
width 


BE4# 
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7.4.1.12. SPARClite Bus Timing 
SPARClite Bus Cycle classifications when the CPU has the bus right are as shown below. 


Table 7-9 SPARClite Bus Cycle Classifications 


Normal Operation MEXC# Reply to 
Bus Width Data pus tein _Deta Type _ oa a 


Burst Read: | 64bitbus bus a 2 


a a ee ae eee meer 
a) (a | | ee 
Single Read 1: 64bit bus ae Ee eae 
(Single when BMREG#is | 32bitbus | 
asserted in Cache Areabut | 1ébitbus | 
BMACK# does notretun) [| 8bbus | 
Single Read 2: | 64bitbus__—byte/hw/word/dw | Fig. 1 | | 
Non-cache Area | 32bitbus_byte/hw/word/dw | | L 
Big-Endian | 16bitbus_——byte/hw/word/dw | | 
| 8bbus_byte/hw/word/dw | | 
Single Read 3: | G4bitbus_—byte/hw/wordidw | TT 
Non-cache Area | 32bitbus_—byte/hw/word/dw | | 
Little-Endian | 16bitbus_——byte/hw/word/dw | | 
-Spbus__byefhw/word/dw |__| _=__}_~_| 
Burst Write: —_—————— 
Write by DMAC 32bit bus 
SSS 
Fa, (ee |e ee ee ee 
Single Write 1: | G4bitbus_byte/hw/word/dw [| TT 
BMREGQ# is asserted in | 32bitbus_—byte/hw/word/dw | | 
write by DMAC but | 16bitbus_——byte/hw/word/dw | | 
BMACK# does notretun | 8bbus_—byte/hw/word/dw | | 
Single Write 2: | G4bitbus_—byte/hw/word/dw | Fig. 1.3 | | 
Write by CPU Core | 32bitbus_byte/hw/word/dw | | 
Big-Endian | 16bitbus_——byte/hw/word/dw | | 
| 8bbus_byte/hw/word/dw | | 
Single Write 3: | G4bitbus_—byte/hw/wordidw | || 
Write by CPU Core | 32bitbus__byte/nw/word/dw | | 
Little-Endian | 16bitbus_byte/hw/word/dw | | 
| 8bbus_byte/hw/word/dw | | 
Atomic Load/Store: | G4bitbus_bytefword =| ET 
| 32bitbus_byte/word | ET 
| 16bitbus_byte/word =| ET 
| 8bbus_byte/word | 
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Figure 7-8 SPARClite Single Read/Write Operation 
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Do ‘DataButfe/DMAC = ~—— Idle Data Buffe/DMAC dle 
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AS# 
(RD#) 
RDWR# 


BMREQ# 
BMACK# 
ASIIG.0) 
ADRI31:5] 
ADR(4:3] 
DATAI63:0] 


BEO#~BE7# 


CSx# 


DTYP[1:0] 


READY# 


Figure 7-9 SPARClite Bus Burst Read Operation 
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Figure 7-10 SPARClite Bus Burst WRITE Operation 
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7.4.2. Access to SDRAM Transparent Mode (MB86861 only) 


During bus grant, the MB8686 supports a function whereby the external bus master on the SPARClite bus 
access SDRAM through the MB8686. Hereafter this function will be called Transparent Access Function, 
Transparent Access Mode or simply Transparent Mode, and transparent access to SDRAM will simply be 
called Transparent Access. The Transparent Access Function to SDRAM is only supported in 64-bit bus 
width, and access types are single mode and burst mode (burst length 4 or 8). 


Transparent access is started by asserting AS# along with SDSEL#. The CPU fetches the address of the 
SDRAM to be accessed from ADR<31:3> in the cycle in which AS# is asserted and judges by the RDWR# 
level whether this is a read access or a write access. It also judges by the BMREQ# and BLEN8# levels 
whether this is a single transfer or 4 bursts or 8 bursts. 


Figure 7-4 SDRAM Transparent Access Transfer Modes 


BMREQ# BLEN8# Transfer Type 
Single Transfer 


Prfied 


7.4.2.1. Burst Reads 


When RDWR#=“H” and BMREQ#=“L” are input in AS# assert timing, a burst read results. Since the CPU 
never cancels burst requests, BMACK# is always returned. RDYOUT# is asserted together with data 
output to the D<63:0> pin when the data is ready. During reads, all bytes are read from SDRAM whatever 
the level of BEO#-7#. With 4-burst addresses, the lower order 2 bits ADR<4:3> must be 00. Moreover, with 
8 bursts, the address lower order 3 bits must be 000. After the CPU has fetched a AS# timing address, it 
updates and uses the address internally. 


8-burst address 
ADR<5:3> update 


4-burst address 
ADR<4:3> update 


0001-10-11 


7.4.2.2. Burst Writes 


000-001-—010-011-100-101>110111 


When RDWR#=“L” and BMREQ#=“L” are input in AS# assert timing, a burst write results. Since the CPU 
never cancels burst requests, BMACK# is always returned. RDYOUT# is asserted when data is fetched 
from the D<63:0> pin to a buffer. During writes, BEO#~7# are fetched at the same time as the data is fetched, 
and only bytes which correspond to BE# which are “L” are written to SDRAM. With 4-burst addresses, the 
lower order 2 bits ADR<4:3> must be 00. Moreover, with 8 bursts, the address lower order 3 bits must be 
000. After the CPU has fetched a AS# timing address, it updates and uses the address internally. 


7.4.2.3. Single Reads 
When RDWR#=“H” and BMREQ#=“H” are input in AS# assert timing, a single read results. RDYOUT# is 
asserted together with data output to the D<63:0> pin when the data is ready. During reads, all bytes are 
read from SDRAM whatever the level of BEO#-7#. 

7.4.2.4. Single Writes 


When RDWR#=“L” and BMREQ#=“H” are input in AS# assert timing, a single write results. RDYOUT# is 
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asserted when data is fetched from the D<63:0> pin to a buffer. During writes, BEO#~7# are fetched at the 
same time as the data is fetched, and only bytes which correspond to BE# which are “L” are written to 


SDRAM. 


7.4.2.5. Atomic Access 


In transparent access, there is no bus cycle equivalent to CPU Atomic Load/Store. Atomic access is 
possible by means of BREQ# control as long as an external bus master continues to assert BREQ#, since 


CPU Core access never interrupts between accesses. 


CLKIN ! | | 
BREQ# ! Burst Write 
BGRNT# | | 
PBREQH 7 
RDWR# \ 
————__—_—— am -&-—_—_——_ ae ae 
: 
; , : aa 
ADR<31:3___ € {| Dont care a 
Beor7# ana = 
D<63:0> — aaq 
RDYOUT# 


nf 
i 


Figure 7-11 SPARClite Bus Open and Reopen 
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Figure 7-12 Single Reads in SDRAM Transparent Access 
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Single Write Idle : 
Cycle Cycle 


AS# 
SDSEL# Mc FV 
ASI|<3:0> : 
x X Don'tCare : 
ADR<313 
RDWR# ae a, 
BLEN8# 7: a 
RFO#" “RE7# x | xX 


DTYP<1:0> 


RDYOUT# 


BMREQ# 


Figure 7-137 Single Writes in SDRAM Transparent Access 


* Translator’ s Note: This is numbered Figure 7-5 in the Japanese text. Since there is already a Figure 7-5 on 
page 7-16, however, I have changed the number to read consecutively. The same is true of the figures in 
Section 7 which follow. 
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CLKIN 


AS# 
SDSEL# 


ADR<31:3> 


BMACK# 


Figure 7-14 Burst Reads in SDRAM Transparent Access 
(Burst Length 8) 
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CLKIN Se See haar Sar (Aa ees Gi ae ha Ge os oe 
AS# 

SDSEL# 

BLENS# a aC 
DATA<63:0> 
RDYOUT# : | : 

BMREQ# 

BMACK# 


Figure 7-15 Burst Writes in SDRAM Transparent Access 
(Burst Length 8) 
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8. SDRAM-IF 


8.1. 


Summary 


The SDRAM-IF is a module attached to the Bus Interface Unit (BIU) which functions as an interface 
between the MB8686 Processor Core and external chip circuits, and it has the following functions: 


(1) 
(2) 
(3) 


(4) 
(5) 
(6) 
(7) 
(8) 


8.2. 


Has dedicated 13-bit address and 64-bit data bus pins. 

Performs address control with external SDRAM, data transfer control, command control etc. 

Performs SDRAM transfers in 64-bit bus at burst length 4. Also, in 32-bit bus, it performs them at burst 
length 8. 

CAS latency can be set at 2-3. Uses sequential burst types. 

RAS Precharge Time [tRP] and RAS-CAS Delay Time [tRCD] can be set respectively to 2-3 cycles. 
Outputs 4 SCS (SDRAM Chip Select) signals. The respective SCS areas can be specified by settings. 
Refresh can be set to auto-refresh and self-refresh. 

SDRAM read and write operations are performed in Burst Mode. 


Pin Overview 


SCLK SDRAM Clock Signal. Should be linked with SDRAM clock input. Clock frequency 
is the same as the internal IMB bus. 
SCKE | _O __| SDRAM Clock Enable Signal. 


SRAS# | __O __| SDRAMRAS Signal 
SCAS# | © __| SDRAMCAS Signal 


| Swe# | | SDRAM Write Enable Signal 
| SCS3#-SCSo# | | SDRAMChip Select Signals 
|SBA<1:0> | SO SDRAMBankSelectSignal 
| SADR<12:0> | =O | SDRAM Address Signal. Addresses are multiplexed, 
| SDQM<07> | | SDRAM InputMask/Output Enable signal 
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8.3. Register Overview 


Table 8-2 SDRAM-IF Registers 


ASI Address Register Name Symbol 
b31b24/b23 b16|b15 —_b8 


SDARSRO 

SDRAM Address Range Specifier Register1 
x04 SDRAM Address Mask Register0 XXXXXXXX 
SDRAM Address Mask Register! 
SDRAM I/F Configuration Register (*1) 
Auto Refresh Timer Register 
SDRAM Status Register 
x04 | 0x80000820 | SDRAM CS Characteristic Register0 (*2) 
SDRAM CS Characteristic Register (*2) 
x04 SDRAM CS Characteristic Register2 (*2) 
SDRAM CS Characteristic Register3 (*2) 
SDRAM START Address Register0 (*2) 
x04 SDRAM START Address Registert (*2 
SDRAM START Address Register2 (*2 
x04 | 0x80000858 | SDRAM START Address Register3 (*2 
SDRAM Address Mask Register0 (*2) 
SDRAM Address Mask Register (2) 
x04 | _0x80000878 

(*1) Functions in the MB86860 and the MB8686 1 differ in part. 
(*2) This register is provided only in the MB86861. It is not provided in the MB86860. 
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8.4. Register Details 


8.4.1. SDRAM Address Range Specifier Registers (SDARSRO 1) 


These are the registers for setting SDRAM bus areas. Address range start addresses are set to these 
registers. Bits not performing address comparisons are set in the SDAM Registrers. When the SDARSR.N 
bit is 1, its range is made a non-cache area. All areas must be set so as not to overlap. (They must also be 
set so as not to overlap with CSO#-CS5# areas). 


31 30 21 22 16 15 0 
Address<31:16> 

Symbol : SDARSRO-5 

Address : 0x80000130-0x80000138 (ASI=0x4) 

Reset State : undefined 


SDARSRO (Address 0x80000130, ASI=0x4) eee forsetting SDRAM area no corresponding CS# (undefined on reset) 
SDARSRI (Address 0x80000138, ASI=0x4) eee forsetting SDRAM area no corresponding CS# (undefined on reset) 


Field Name 


31 N RAW - Non-cache 
Sets cacheable/non-cacheable of corresponding chip select areas. 
1 : Sets corresponding chip select areas to non-cache areas. 
0 : Sets corresponding chip select areas to cache areas. 


Bor2er —1 | SHesenvetie fp 8  _s 
21-16 ASI<5:0> Sets ASI<5:0> of corresponding chip select areas. 
Address<31:16> Sets upper 6 bits of corresponding chip select area start addresses. 


Figure 8-1 SDARSR Register 


8.4.2. SDRAM Address Mask Registers (SDAMR0O 1) 
These are the registers for setting SDRAM address range. Address ranges must be set in combination with 
the SDARS Registers. Bits set to “1” in SDAMR Registers do not compare addresses with the SDARSR 
Registers. Only bits set to “0” in the SDAMR Registers compare memory addresses with the SDARSR 
Registers and, if they match, regard it as access to SDRAM. 


31 22 21 16 #15 0 
Address mask <31:16> 

Symbol : SDAMRO-1 

Address : 0x80000230-0x80000238 (ASI=0x4) 

Reset State : undefined (AMRO=0x00030001) 


SDAMRO (Address 0x80000230, ASI=0x4) e*ee* nocorresponding CS# (undefined on reset) 
SDAMRI (Address 0x80000238, ASI=0x4) e*ee* nocorresponding CS# (undefined on reset) 


Field Name 


31-22 Reserved 
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ASI R/W 
mask<5:0> 


15-0 Address 
mask<31:16> 
Figure 8-2 Address Mask Register 
8.4.3. SDRAM Configuration Register (SDCFG) 
In order to enable SDRAM I/F functions, the SE bit of this register must be set to “1”. When an SDRAM 


which is connected to the MB8686 comes with register functions, Buffer Mode (BUF) should be enabled. 
Before SDRAM Enable [SE] is enabled, the SDRAM CS Characteristic Registers must be set. 


31 13 12 #11 9 8 5. 4 3 2 1 0 


Reserved 


Symbol : SDACFG 
Address : 0x80000800 (ASI=0x4) 
Reset State : 0x00000400 


ASI R/W Sets SDRAM Area ASI masks. 
mask<5:0> 

Address RW Sets SDRAM Area Address masks. 
mask<31:16> 


Figure 8-3 SDRAM Configuration Register® 


8.4.4. Auto Refresh Register (ART) 


This is the register for setting the counter values which correspond to refresh spaces. Refresh counters 
operate synchronous to the SDRAM clock. 


31 16 #15 0 
Symbol : ART 

Address : Ox80000808 (ASI=0x4) 

Reset State : Ox00000 


* Translator’s Note: This figure is reproduced as it is in the Japanese text, i.e. the same as Figure 8-2 on page 


8-3. 
8.4 
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bit 
}31-16 [| Reseved || 


15-0 TC R/W - Timer Count 


Specifies issue space of the Auto Refresh (REF) command issued to SDRAM. 
(ART.TC / ((input clock frequency) x (clock frequency multiplier frequency)) 
(sec) is the REF command issue space. 


Figure 8-4 Auto Refresh Timer Register 
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8.4.5. SDRAM Status Register (SSR) 


This register indicates the status of the SDRAM I/F Unit. When the initial settings to SDRAM have been 
completed, 1’b1 is set to the SDI bit. This bit is Read Access Only. When parity errors occur in SDRAM 
data reads, 1’b1 is set to the PER bit. PER bit resets are performed by writing 1’b0 to the PER bit. In 
SDRAM access, should a request occur for access to an address which does not belong to any CS, 1’bl is 
set to the MEXC bit. MEXC bit resets are performed by writing 1’b0 to the MEXC bit. 


31 6 5 4 3 1 0 
Reserved 

Symbol :SS 

Address : 0x80000810 (ASI=0x4) 

Reset State : 0x00000000 


SS 
- Memory Exception Flag (MB86861 only) 
In access to SDRAM, when a request occurs for access to addresses which 
do not belong to any SDCS areas, “1” is set. This bit is cleared by writing “O”. 


- Parity Error Flag 
When parity errors occur in SDRAM data reads, “1” is set. This bit is cleared 
by writing “0”. 


Let 


8.4.6. SDRAM CS Characteristic Registers (CSCRO-3) (MB86861 only) 


- SDRAM Initial Wait Indicator 
This is a flag which indicates that initializing of SDRAM has been completed. 
0: Initialization not completed 
1: Initialization completed 


ore 
a 


Figure 8-5 SDRAM Status Register 


31 19 18 16 15 14 12 11 9 8 5 4 3 2 1 0 
| Reserved = CT SRP | RR TROD | Ch S| = st_'[ BS] PRC [| SP] SP | SE | 
Symbol : CSCRO-3 
Address : 0x80000820-0x80000838 (ASI=0x4) 
Reset State : Ox00000000 


CSCRO (Address 0x80000820, ASI=0x4) ¢ ¢ « for setting SDRAM area SDCSO# (0x00000000 on reset) 
CSCR1 (Address 0x80000828, ASTI=0x4) ¢¢«e for setting SDRAM area SDCS1# (0x00000000 on reset) 
CSCR2 (Address 0x80000830, ASTI=0x4) °¢«e for setting SDRAM area SDCS2# (0x00000000 on reset) 
CSCR3 (Address 0x80000838, ASI=0x4) °¢«e for setting SDRAM area SDCS3# (0x00000000 on reset) 
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OO  —————————— 
A 


18-16 -RAS Precharge Time 
Sets SDRAM tRP (RAS Precharge Time) used in corresponding SDCS# areas. 
000-001 : Reserved 
010 : 2cycle 
011 : 3cycle 
100-111 : Reserved 


p18 __| Reserved eS 


14-12 tRCD - RAS-CAS Delay Time 
Sets SDRAM tRCD (RAS-CAS Delay Time) used in corresponding SDCS# 
areas. 
000-001 : Reserved 
010 : 2cycle 
011 : 3cycle 
100-111 : Reserved 
11-9 CL RW - CAS Latency 
Sets SDRAM CL (CAS Latency) used in corresponding SDCS# areas. 
000-001 : Reserved 
010 : 2cycle 
011 : 3cycle 
100-111 : Reserved 


SDRAM Type - ST 
Sets SDRAM Types used in corresponding SDCS# areas. 
Indicates details by xxx. 


- Bus Size 
Sets bus width of corresponding SDCS# areas. 
: 32-bit bus width 
: 64-bit bus width 
- Precharge Control 
Sets Precharge Systems of corresponding SDCS# areas 
0: uses all bank precharge command (PALL) 
: uses precharge commands bank by bank (PRE) 
- SDRAM Parity Control 
Sets parity types used in corresponding SDCS# areas 
: Odd Parity 
: Even Parity 
- SDRAM Parity Enable 
Enables Parity Check Function for corresponding SDCS# areas. 
0: Parity Disable 
: Parity Enable 


po. | Reserved TE 
Figure 8-6 SDRAM CS Characteristic Register 
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8.4.7. SDRAM Start Address Registers (SSARO-3) (MB86861 only) 


This register is for setting SDRAM address areas which correspond to the SDCS. The upper order 16 bits 
of the start addresses of corresponding SCS areas should be set to the SSAR Register. Address range is 
decided by making settings grouped with the SAM register. 


31 15 0 
Symbol : SSARO-3 

Address : 0x80000840-0x80000858 (ASI=0x4) 

Reset State : 0x00000000 


SSARO (Address 0x80000840, ASI=0x4) ¢ ¢ e « for setting SDRAM area SDCSO# (0x00000000 on reset) 
SSARI1 (Address 0x80000848, ASI=0x4) « « « « for setting SDRAM area SDCS1# (0x00000000 on reset) 
SSAR2 (Address 0x80000850, ASI=0x4) « « e « for setting SDRAM area SDCS2# (0x00000000 on reset) 
SSAR3 (Address 0x80000858, ASI=0x4) « ¢ e « for setting SDRAM area SDCS3# (0x00000000 on reset) 


bit Field Name 
eeee ede. 7 ame ae 


Address<31:16> | R/W -SDRAM Start Address [31:16] 


Figure 8-7 SDRAM Start Address Register 


8.4.8. SDRAM Address Mask Registers (SAMRO-3) (MB86861 only) 


This register is for setting SDRAM Area address mask values which correspond to the SDCS. Bits set “1” 
in the SAM Register do not compare addresses with the SSAR registers. Only bits set to “O” in the SAMR 
registers compare memory addresses with the SSAR registers, and when they match, the corresponding 
SDCS# are asserted. 


31 15 0 

Symbol : SAMRO-3 

Address : Ox80000840-0x80000858 (ASI=0x4) 

Reset State : 0x00000000 

SAMRO (Address 0x80000840, ASI=0x4) eeee for setting SDRAM area SDCSO# 
(Ox00000000 on reset) 

SAMRI (Address 0x80000848, ASI=0x4) cece for setting SDRAM area SDCS 1l# 
(Ox00000000 on reset) 

SAMR2 (Address 0x80000850, ASI=0x4) cece for setting SDRAM area SDCS2# 
(Ox00000000 on reset) 

SAMR3 (Address 0x80000858, ASI=0x4) eeee for setting SDRAM area SDCS3# 
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(Ox00000000 on reset) 


bit Field Name 
31-16 | Reserved | P 


15-0 Address Mask R/W -SDRAM Address Mask<31:15> 
<31:15> 


Figure 8-8 SDRAM Address Mask Register 
8.5. Operating Functions 


8.5.1. Parity Generation and Check Function 


During read access to the relevant SCS the parity check function is enabled, and during write access the 
parity generation function is enabled by setting “1” to bit! (SPE) of the SDRAM CS Characteristic Register 
(CSCR). The SDRAM I/F Unit performs SDQ signal byte by byte odd/even parity generation and checks in 
accordance with the setting of CSCR bit2 (SPC). 


8.5.2. SDRAM Connections with SDRAM Buses 
8.5.2.1. Addresses 


SDRAM-IF Address Ourput Pins and SDRAM-IF Address Input Pins in each operating mode are as shown 
below. 


Table 8-3 SDRAM Addresses 


SDRAM 
256Mbit 
(T.B.D.) 

| 2Mwordxsabitx4pank | AIS | At2 | - | Ati | A10-0 | 
128Mbit | 4Mwordx8bitx4bank | A13_ | Ai2 | - | At | A10-0 
(T.B.D.) [| 2Mwordxtebitxabank | Ai3_ | At2 [| - [At | A10-0 
| tMwordx32bitx4pank | A12 | Ati | = [| = | A10-0 
G4Mb | 2Mwordx8biteabank | AIS | A12 | - [| Att | A10-0 
| tMwordxt6bitx4bank | AIS | A12 | = [| Ati | A10-0 | 
| 512Kwordx32bitx4pank | A12 | Ati | - [= | 10-0 
16Mb | 1Mwordx8bitx2bank_— | | Att | | A-0 
| 512Kwordxt6bitxabank | - | Ati | = | = | A10-0 


8.5.2.2. SDRAM Data Mask (SDQM) 
All SDRAM Data Mask (SDQM) bits and SDRAM Data Correspondence are as shown below. 
Table 8-4 SDRAM Data Mask 


Bus Size SDQ 
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8.5.2.3. SDRAM Parity 


All SDRAM Parity bits and SDRAM Data Correspondence are as shown below. 


Table 8-5 SDRAM Parity 
Bus Size SDQ 


flees wee ew Oe oe ee Poe 


SDRAM DIMM Connection Example (under consideration 


This is an example of using SDRAM DIMM as a technique for attaining large capacity. SDRAM DIMM 
which can be connected to the MB8686x is limited to products loading PLL logic and register buffers. An 


example of a Block Diagram of SDRAM DIMM and its connections with the MB8686x is shown below. 


Table 8-6 SDRAM Signals 


CK[0:3] Clock Input A[0:9, 11:13] | Address Input 
CKE[0:1] | Clock Enable A10/AP Address Input/Auto-precharge 
RAS# Row Address Strobe BAO-BA1 SDRAM Bank Address 


CAS# Column Address Strobe REGE Register Enable 
Write Enable DQ[0:63] Data Input/Output 
S#[0:3] _| Chip Select DQMB(0:7] 
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e SDRAM DIMM Block Diagram Example-1 


RS#0/RS#2 

RDQMBO0 - RDQMB7 

RBAO-RBA1* “BAO-BA1:SDRAMS DO-D15 
RAO-RA11° “A0-A11:SDRAMS DO-D15 
RRAS# “RAS#:SDRAMS DO-D15 
RCAS# “CAS#:SDRAMS DO-D15 

RWE# WE#:SDRAMS DO-D15 

RCKEO “CKE:SDRAMS DO-D15 


Bel 
m 
@ 
o 
o 
m 
Be) 


DQM CS# 
VO 0 

VO 1 

VO2 D4 


Figure 8-3 SDRAM DIMM Block Diagram Example-1 


VO2 D11 
VO3 
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SDRAM DIMM Block Diagram Example-2 


RS#0-RS#3 
RDQMBO - RDQMB7 


BAO-BA 7 + RBAO-RBA1: “BAO-BA1:SDRAMS D0-D31 
AO-A11 @ | RAO-RA11* “AO-A11:SDRAMS DO0-D31 
RAS# “% }_-RRAS# “ RAS#:SDRAMS DO-D31 

CAS# 1 T—RCAS# “CAS#:SDRAMS DO-D31 

WE# RWE#: “WE#:SDRAMS DO-D31 


RCKEO* “CKE:SDRAMS DO0-D31 


O02 D31 
03 


Figure 8-4 SDRAM DIMM Block Diagram Example-2 
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e Example of SDRAM DIMM, shown in Fig 8-3 SDRAM DIMM Block Diagram Example-1, 
connections with the MB8686x. 


SS200 SDRAM I/F 


SDRAM DIMM(1) SDRAM DIMM(2) = SDRAM DIMM(3) ~~ SDRAM DIMM(4) 


SBA[I:0] BAI1:0] BAI1:0] 
SADRATi 1:0] A140] Alt 1:0] 


SDQ{[63:0] DQ[63:0] Q[63:0] DQ[63:0] 
SDQM(0:7] : QMI7:0] DQM7:0] 


SDP[0:7] 
Figure 8-5 Connect to MB8686 SDRAM I/F 


e Example of SDRAM DIMM, shown in Fig 8-4 SDRAM DIMM Block Diagram Example-2, 
connections with the MB8686x. 


$S200 SDRAM I/F 


SDRAM DIMM(1) — SDRAM DIMM(2) 


BA[1:0] 
SADRT1 1:0] A(11:0] 


SDQ[63:0] DQ[63:0] DQ[63:0] 
SDQM[O:7] DQMI7:0] DQMI7:0] 


SDP[0:7] 


Figure 8-6 Connect to MB8686x SDRAM 


Note) As shown in table 8-4, SDQM0 controls data<63:56> and SDQM[0:7] of the MB8686x should 


be 
connected to DQM[7:0] respectively when using SDRAM DIMMs shown in Fig 8-3 and 8-4. 
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8.5.3. Timing Diagrams 


8.5.3.1. Access Time 


SRAS# 


SCAS# 


(READ 64bit Bus) : i : : : (a0 Kar Xa2 Xs ) | | | | 
fino carey SK a A Ks as Aas KP AM 


BUTE eabit Bus) : 7 : (do X01 X02 X03 ) 


Figure 8-9 Access Time 
8.5.3.2. CAS Output Delay 


(1) Same Bank Access (read) 


SCLK a) WL Le ee ie eee ee ee LIA ie. 
64bit Bus Mode — : i 
CMD : 


S) 
64bit Bus 


32bit Bus Mode 


CMD 


oan ae ee 
Figure 8-10 CAS-CAS Delay 
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(2) Same bank access (write) and mask by DQ 


Data mask control by DQ is performed only for write data to SDRAM 


SCLK ee a fg CN a Cs GR Ft fi nd a i i a i i Fe eg Pe 
64bit Single Write «—(coD_, | | 
CMD 


SDQM 


Babi Bus ee xe 
64bit Burst Write feron 


CMD 


aoe ite @2OOOOOX 


CMD 


SDQM 


io, — KNOG) 


CMD 


Sal ois MEE CR CHCHCTCICHC CD CECHCTCNCE CE 07 


(3) Different bank access 
Sok. 5 SI Leal ae ea EL seal Teel see ar eae a les frat al 
SBA : : : : : | : : : | | 


SADR 


io Hit : fe Miss 


\CBD | _1RP tRCD. 


Sencie DOOD OOME- be 


Figure 8-11 Access to Different Banks 
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8.5.3.3. RAS Output Delay 


CA2 AP 


SADR R ne | . | 
oma YereX aX wnt Xa Xie XPREX 


DQM 


Figure 8-12 RAS-RAS Delay 


8.5.3.4. Timing from Writes to Reads 


ese LIP Pe ee eee ea 
CMD : ; ; : : 


8.5.3.5. Initialize Operation 


The SDRAM I/F performs the following initialize operations for SDRAM after a Reset signal has been 
canceled: 


(1) Transmits a 200-cycle nop. 

(2) Issues a PALL command and precharges all SDRAM banks after the SDRAM I/F Control Register 
(SCR) SE bit becomes valid. 

(3) Issues the Auto-refresh (REF) command 8 times. Issue space is tRC. 

(4) Performs operations (2)-(3) for all CS defined by the SDRAM CS Characteristic Register (CSCR). 

(5) Issues Mode Register Set Command (MRS) for SDRAM in accordance with contents defined by 
SDRAM CS Characteristic Register (CSCR). 

(6) Sets “1” to the SDRAM Initial Wait Indicator (SDI) of the SDRAM Status Register (SSR). 


teen Sicietecota, _ BUNTSU 
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RESET# 
SE 


SDI 


CMD 


SCS0-3 | 


DQM 


RESET# 


Figure 8-13 Initialization Sequence 


8-18 


MB86860 Series Hardware Manual FUJITSU 


Programmers should use the following procedures to confirm the initial settings of the SDRAM to be used as 

well as the end of the initialize operation: 

(1) Use the SDRAM Start Address Registers (SSARO-3) and the SDRAM Address Mask Registers (SAMRO- 
3) to specify SDRAM CS area ranges to be used. 

(2) Set the characteristic information of the SDRAM connected to the SDRAM CS Characterietic Register 
(CSCR) to each CS. At the same time, enable the SDRAM Enable (SE) bit of the CSCR. 

(3) Set Auto Refresh (REF) space to the Auto Refresh Timer Register (ART). Set values should meet Refresh 
Cycle requirements and should not exceed RAS Active TIME (tRAS) maximum values. 

(4) Enable SDRAM I/F Enable (SE) of the SDRAM I/F Control Register (SCR). 

(5) Wait until “1” is set to the SDRAM Initial Wait Indicator (SDI) bit of the SDRAM Status Register (SSR). 

(6) Access SDRAM areas after the SSR SDI bit has changed to “1”. 


8.5.3.6. Refresh 


ge ig ie Cp! pT ry fp ey a a se a 


Figure 8-14 Refresh 
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8.5.3.7. Registered Mode 
SDRAM DIMM .-bit12 


Unregistered 0 

Registered 1 

When SDRAM DIMN is used in registered mode, CAS Latency(CL) of SDRAM is 
increased by 1cycle. 

SDRAM Ctir. of the MB86860 aloso behaves in the way. 


1. Read Sequence 


<Unregistered Mode, CL=2> 


CLKIN PLL LE LE LI LI LI LI Le 
as bh 

aa ses 

RAS# Lt 

fe canes 

DATA | | Xb Xt X02 Xs ) 
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<Registered Mode, CL=2> 


On the Registered SDRAM DIMM, Control Signals, which are CS,BA,ADR,RAS,CAS,WE 
and DQM, are delayed with 1 cycle and Data Output from SDRAM DIMM is also delayed 
with 1 cycle. 


CLKIN elede ie VTLEFLI LLL LIE LIE LD Le 
csr fos fos 
ADR __Xapp pork 
BA __ Xba) pax |_| 
i a oe 

ii ee tls 
ae a i.e 
oe cee 
DATA | Xo Xt XD2_ X03) 
co 

a ee 

tRCD ‘cL 
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2. Write Sequence 


<Write Operation on Unregistered Mode> 


CLKIN ees | TLAL Ww LU LU LI LF LI le 
CS# fosk hos! 

ADR __Xape faDR) 

BA —_—X|Bap BA ) 

DATA |} ——__Npo Aor hoz Apa 

DOM |i) 


(mo Xt Amz Ais ) 


On the Registered SDRAM DIMM, Control Signals, which are CS,BA,ADR,RAS,CAS,WE 
and DQM, are delayed with 1 cycle and Data Input to SDRAM DIMM also needs to be 
delayed with 1 cycle. 
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oun COLL 

CS# fosk___hos] 

ADR __ (ADB a 

BA _XiBa) pa! 

oe a ad 

oma [Non Xs Noe Koa) 

= EE es 

com |_| _XwoXear Xe Xue) 
REGE Signal 


REGE(Register Enable) is a control signal of SDRAM DIMM itself and is not 
a signal from MB86860. 


When REGE signal is active High, it needs to be High level on the user's system. 
It is the specification of SDRAM DIMM. 
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8.5.3.7. Values Predetermined by Number of SDRAM I/F Cycles 


Table 8-7 Values Predetermined by Number of SDRAM I/F Cycles 


Parameter notes 
RAS# Access Time 
RAS#-CAS# Delay Time 
CAS# Access Time 
CAS# to CAS# Dela 
CAS# Bank Delay 
RAS# Cycle Time twRC [9 cycle | 
RAS# Precharge Time 'tRP = (isdL 2s cycle | 
RAS# Active Time tRAS [6 | cycle | 
Write Recovery Time 


RAS# -RAS# Bank Active Delay Time |tRRD |5 | cycle] 
Mode Register Set Cycle Time 
SDRAM Initialization Time 
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9. DMAC 


9.1. Summary 
The DMAC supports flow-through transfers between SPARClite buses and SDRAM buses. All set 
registers have 2 channels. Simultaneous operation is | channel only. The DMAC cannot be used when 
Transparent Access Mode is in use. 


e Flow-through transfers 
SDRAM Bus < —> SPARC Bus 
SDRAM Bus <—> SDRAM Bus 
SPARC Bus <—> SPARC Bus 
Burst transfers supported 
Transfer number burst unit (32 bytes)/ maximum setting 64k times (2Mbytes) 


9.2. Related Pin Overview 
9.3. Register Overview 


Table 9-1 SDRAM-IF Registers 


ASI Address Symbol Reset Value 
b31b24 | b383.b16 | b1i5 bs 


0x80000C00 | DMA Control Register DMCRO 
X 

0xg0000C08 | DMA Source Address Register0 DMSARO 
XxX 

0x80000C10 | DMA Destination Address Register0 DMDARO 
X 


Xx 
Xx 
Xx 
Xx 
Xx 


9.4. Register Details 
9.4.1. DMA Control Registers (DCRO-1) 


The DMA Control Registers perform all DMA operating mode settings and start/stop control. Whether a 
source address range is an SDRAM or a SPARClite bus is specified by the SBSn bit. The SIOn bit indicates 
that a source address range is I/O. When the SIOn bit is set to “1” (when the source address is an I/O area), 
the address is fixed and is not incremented. The SCSn bit specifies in what CS range the source address is. 
The SBWhn bit specifies the source data bus width. The DBSn bit specifies whether a destination address 
range is SDRAM or SPARClite. The DCSn bit specifies in which CS range a destination address lies. The 


“ Translator’s Note: In the Japanese original these four symbols are followed by 0 instead of 1, which would 
seem to be an obvious error. 
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DBWhn bit specifies the destinatioin data bus width. The TCn bit controls EOP signals. When this signal is 
set to “1”, an EOP signal is output at the end of a transfer. The SBn bit controls DMA operations. If this 
bit is set to “1”, DMA operation starts. If the SB bit in the same channel is set while a DMA operation is in 
progress, it has no effect on the DMA operation. 


Also, if the SB bit in the other channel is set during a one-way DMA operation, a DMA transfer takes place 
in the other direction after the DMA operation in progress ends. The SIOn, SCSn and SDSn bits become 
valid when the SBSn bit is set. Likewise, the DCSNn and the DDSn bits become valid when the DBSn bit is 
set. If the SBO bit is cleared to “0” during a DMA transfer, the DMA aborts and sets the ABTn bit. If a 
parity error or MEXC is detected during a DMA transfer, DMA stops and sets the ERRn bit. All DMACR 
bit settings and activations should be done at the same time. 


a 30 29 28 26 25 24 20 17 16 15 
si st el nl 
Symbol : DMCRO-1 
Address : 0x80000130-0x80000138 (ASI=0x4) 
Reset State : Ox00000000 


DMCRO (Address 0x80000C00, ASI=0x4) « « ¢ « channel 0 
DMCRI1 (Address 0x80000C20, ASI=0x4) « « ¢ « channel 1 


Description 

- Source bus select 

}30_ | Reserved ff 
p22 | Reseed Tt 
p21 | DIO RW _| - Destination VO select 
[15-9 | Reserved ff 
ps8 TCT RW_| -Transfercompleteout 
[5-1 | Reserved TP 
po. SBR Start Bit 


Figure 9-1 DMCRO Register 


9.4.2. DMA Source Address Registers 


DMA Source Address Registers are used to specify DMA transfer source addresses. These registers are 
assigned to 0x80000c08 (DMSAO for channel0) and 0x80000c28 (DMSA1 for channell). The setting unit is 
burst length (32 bytes). Transfer source ASI is specified by the lower order 4 bits. 


31 5 4 3 0 
©) see ee 
Address : Ox80000C08 (ASI=0x4) * « *» DMSARO 
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Address : Ox80000C28 (ASI=0x4) «ee DMSARI 
Reset State : Ox00000000 


Field Name 


31-5 SA - Source Address 
a ee the oy order 27 bits of the transfer source address. 


a | sens 


ASI - <g—- 
Sets ASI of transfer source area. 


Figure 9-2 DMSAR Register 
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9.4.3. DMA Destination Address Registers 


DMA Destination Address Registers are used to specify destination addresses of DMA transfers. These 
registers are assigned to 0x80000c10 (DMDAO for channel0) and 0x80000c30 (DMDAI for channell). The 
setting unit is burst length (32 bytes). Transfer destination ASI are specified by the lower order 4 bits. 


31 5 4 83 0 
A RES 
Address : 0x80000C10 (ASI=0x4) —*» »*» DMDARO 

Address : 0x80000C30 (ASI=0x4) « e* DMDARI 

Reset State : Ox00000000 


Field Name 


DA RW - Destination Address 
Sets the upper order 27 bits of the transfer destination address. 
RW 


as = | Renewed. RS 


3-0 ASI - ASI 
Sets ASI of transfer destination area. 


Figure 9-3 DMDAR Registers 


9.4.4. DMA Word Length Registers 


DMA Word Length Registers are for specifying the number of DMA transfer data. They are assigned to 
0x80000c18 (DMWLO for channel0) and 0x8000c38 (DMWLI for channell1). The setting unit is burst length 
(32 bytes). 


31 16 15 0 
LWL 

Address : Ox80000C18 (ASI=0x4) «ee DMWLO 

Address : Ox80000C38 (ASI=0x4) «22 DMWLI 

Reset State : Ox00000000 


bit Field Name 


LWL RW - Left Word Length 
Displays the remaining number of transfers during DMA transfers or when 
exceptions occur 

WL 


RW - Word Length 
Sets number of transfer data. Sets transfer numbers in units of 32 bytes. 


Figure 9-4 DMWL Registers 
9.5. Operating Functions 


9.5.1. Internal Bus Order of Priority 


MB86860 Series Hardware Manual FUfITSU 
The DMAC is connected to the internal chip BIU bus. The CPU Core has priority for the BIU bus right. 
DMA transfers are activated by setting activation bit SB of the DMA Control Registers (DMCRO, 1) to 1. If 
a CPU Core access request occurs ina DMA operation, DMA opens a bus right in burst transfer units and, 
once the CPU has opened a bus right, continues to operate. 
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9.5.2. Transfer System 


The DMAC has a 64-bit 4-column FIFO, and its basic bus cycle is a burst transfer of transfer length 4 (bus 
width 8 bytes X 4 times = 32 bytes). It reads 4 transfer data sequentially in burst length from the memory 
spaces indicating source addresses and outputs the 4 data sequentially in burst length to the memory 
spaces indicating destination addresses. Moreover, transfer number settings, bus arbitration, error 
processing and the like are basically in units of 32 bytes. DMA transfers basically assume access to non- 
cache spaces. Since snoop functions are not supported by the $S200, do not make cache area DMA 
transfers. Memory coherency during transfers is not guaranteed. 


9.5.3. Register Summary 


Bus selection, I/O area selection and CS area selection are set by the MCR Register for source and 
destination spaces. I/O areas and CS areas are valid only when bus selection has been specified to the 
SPB. CS area settings must be made in conjunction with ARSR and AMR Register settings. Addresses are 
not updated when settings are made to I/O areas. 


Source and destination addresses are set respectively by the DMSAR and DMDAR registers. Address 
settings are in 32-byte units. ASI is specified by the lower order 4 bits of a register. Transfer number is set 
by the DMWL Register. Transfer number is set to the lower order 16 bits(WL) of the register in 32-byte (1 
burst) units. WL set to 1 indicates transfers of 1 burst (32 bytes), and transfers of up to 64k bursts at a 
maximum of Oxffff are possible. The upper order 16 bits (LAWL) of DMEWL indicate the remaining number of 
transfers during DMA transfers or when exceptions occur. 


9.5.4. Activation/Termination 


All DMA set registers can independently set 2 channels. When the start bit of the MCR register of each 
channel is set, DMA is activated. Following execution of the of the number of transfers set to the Transfer 
Number Register, it automatically clears the start bit of the control register and stops. DMA transfers 
operate only in | direction in | channel at a time. If the start bit of the other channel is set while a channel is 
activated in one direction, the channel in the other direction starts transfers after the set number of transfers 
has been completed in the first channel. EOP is output when the transfers end. Whether or not to output it 
can be specified by register settings. 


9.5.5. Exception Processing 


e Aborts 
If the activation bit of the MCR Register is cleared (1 —> 0) during a DMA transfer, DMA transfers in 
that channel are aborted. Abort timing is timing in which an MCR Register clear write cycle is inserted 
at a break in the burst unit bus. 


Following a stop because of an abort, the MCR abort bit (bit6) is set, but EOP is not output. When the 
activation bit in the other channel is set, if the channel in the one direction stops, transfers are 
automatically started. After the first channel is aborted, the activation bits of both channels must be 
cleared to keep the other channel from activating. The abort bit should be cleared by an MCR write. 


e Errors 
If DMA detects a parity error or MEXC while reading source data, it stops writing to destination 
address spaces, clears the MCR activation bit in both channels and stops. While stopped, it outputs 
EOP and sets the ERR bit (bit7) of the MCR. The ERR bit is not cleared by MCR writes. It is 
automatically cleared upon reactivation of the channel. 
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9.5.6. Block Diagram 


Figure 9-5 MB8686x DMA Block Diagram 
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